[bookmark: _Ref452454252]3GPP TSG-RAN WG3 #98	R3-174499
Reno, US, 27 Nov – 1 Dec 2017


Agenda item:	10.8.2.1
Source:	Nokia, Nokia Shanghai Bell
Title:	Alignment of the UE ID in the gNB
Document for:	Discussion and Decision

1	Introduction and discussion
As discussed in [1], the UE ID format used on X2AP and XnAP should be aligned with the F1AP format. This TP provides the XnAP TP.
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Text proposal
The changes below are proposed to be incorporated in the draft TS 38.423.



	First change, ommited text not changed



[bookmark: _Toc496272564]9.2.A 	M-NG-RAN node UE XnAP ID
The M-NG-RAN node UE XnAP ID uniquely identifies the UE association over the Xn interface within the M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M-NG-RAN node UE XnAP ID
	M
	
	INTEGER (0 .. 232 -1)
	



[bookmark: _Toc496272565]9.2.B 	S-NG-RAN node UE XnAP ID
The S-NG-RAN node UE XnAP ID uniquely identifies the UE association over the Xn interface within the S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NG-RAN node UE XnAP ID
	M
	
	INTEGER (0 .. 232 -1)
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