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1   Introduction
In last SA2 meeting, SA2 agreed that RAN nodes determine the Paging Priority based on ARP as below in [1]:

5.4.x
Paging Priority

Paging Priority is a feature that allows the AMF to include an indication in the Paging Message sent to RAN that the UE be paged with priority. The decision by the AMF whether to including Paging Priority in the Paging Message is based on the ARP value in the message received from the SMF for an IP packet waiting to be delivered in the UPF. If the ARP value is associated with select priority services (e.g., MPS, MCS), the AMF includes Paging Priority in the Paging Message. When the RAN receives a Paging Message with Paging Priority, it handles the page with priority.  

The AMF while waiting for the UE to respond to a page sent without priority receives another message from the SMF with an ARP associated with select priority services (e.g., MPS, MCS), the AMF sends another Paging message to the (R)AN including the Paging Priority. 

For a UE in RRC Inactive state, the RAN determines Paging Priority based on the ARP associated with the QoS flow as provisioned by the operator policy.
Therefore, the anchor gNB needs to generate the Paging Priority based on ARP associated with the Qos flows which triggered RAN paging and send it in RAN paging message to the gNBs within the RAN notification area.
However, the paging priority is still marked as FFS in 38423, this paper proposes to update the specification according to SA2 agreements in [1].
The Text proposals to 38.423 are provided in section 3.

2   Reference

[1] S2-178115 TS 23.501 Paging Priority.
3   Text proposal to 38.423
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2.5.2
Successful operation
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Figure 8.2.5.2-1: RAN Paging: successful operation

The RAN Paging procedure is triggered by the NG-RAN node1 by sending the PAGING message to the NG-RAN node2, in which the necessary information e.g. UE Paging Identity should be provided.
The Paging Priority IE may be included in the RAN PAGING message according to TS 23.501 [7], and if present the NG-RAN node2 may use it to prioritize paging.


The Assistance Data for Paging IE may be included in the RAN PAGING message, and if present the NG-RAN node2 may use it according to TS 38.300.Editor’s Note:
Details are FFS and depend, among others, on outcome of discussions on which information is contained in the Assistance Data for Paging IE.

<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.1.1.7
RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.

Direction: NG-RAN node1 ( NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	UE Identity Index Value
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	reject

	UE Paging Identity
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	Paging DRX
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	RAN Paging Area
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	reject

	Paging Priority
	O
	
	
	
	YES
	ignore

	Assistance Data for Paging[FFS]
	O
	
	
	
	YES
	ignore


Editor’s Note: Message structure and IEs need further checking and completion. Further details FFS. 

<<<<<<<<<<<<<<<<<<<< Text Proposal end >>>>>>>>>>>>>>>>>>>>
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