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1   Introduction
A question was raised two meetings ago that whether Trace and/or MDT will be supported in NG-RAN in rel-15. In [1], RAN2 responded that 
· For NR, MDT will not be supported n rel-15.

· For ng-eNB, legacy MDT same as LTE could be supported from pure radio interface perspective.
In LTE, Trace and MDT are different functions and were introduced in standard in different releases for different purposes. Trace function was supported since the very first release of LTE, i.e., rel-8 for the purpose of fault detection triggered by OAM or customer complaints. Trace function collects certain UE related signalling generated and/or received on each interface in a RAN node serving the traced UE.
While, MDT is introduced as an optional feature on top of Trace in LTE rel-10 by collection of UE measurement reports and RAN node statistics for coverage optimisation. 
Considering there is no Uu impact to support basic trace function, and it is indeed beneficial for RAN node fault detection and repair, especially at the beginning stage of 5G launch, we propose that RAN3 specs support basic trace function for NG-RAN in rel-15.
Proposal 1: RAN3 specs support basic signalling based trace function for NG-RAN in rel-15.

According to RAN2 response in [1], we propose that RAN3 specs support legacy LTE function for en-gNB in rel-15 with the same motivation of Trace.
Proposal 2: RAN3 specs support MDT with same function in LTE for en-gNB in rel-15.
Without support of UE measurements collection on Uu interface, it is impossible to support MDT for NR in rel-15.
Proposal 3: RAN3 specs do not support MDT for NR in rel-15.

When preparing this document, one issue was found that RAN3 never discussed whether Trace and MDT will supported in en-gNB for EN-DC.
Considering the approaching deadline of EN-DC, and the negative response from RAN2 for support MDT for rel-15 NR, it is concluded that en-gNB will not support MDT in EN-DC.

However, supporting trace function in en-gNB seems quite simple and can be settled in one meeting. The following table is the Trace Activation IE quoted from 36.413. Given that en-gNB could be regarded as a node of E-UTRAN, it seems feasible to propagate the LTE trace configuration to en-gNB during EN-DC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-UTRAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	The E-UTRAN Trace ID IE is composed of the following: Trace Reference defined in TS 32.422 [10] (leftmost 6 octets, with PLMN information coded as in 9.2.3.8), and

Trace Recording Session Reference defined in TS 32.422 [10] (last 2 octets).
	
	

	Interfaces To Trace
	M
	
	BIT STRING (SIZE(8))
	Each position in the bitmap represents a eNB interface:

first bit =S1-MME, second bit =X2, third bit =Uu:

other bits reserved for future use. Value ‘1’ indicates ‘should be traced’. Value ‘0’ indicates ‘should not be traced’.
	
	

	Trace depth
	M
	
	ENUMERATED(

minimum, medium, maximum, MinimumWithoutVendorSpecificExtension,

MediumWithoutVendorSpecificExtension,

MaximumWithoutVendorSpecificExtension, …)
	Defined in TS 32.422 [10].
	
	

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in TS 32.422 [10].
	
	


In order to start signalling based trace for a certain UE in en-gNB, the only change foreseen is to propagate the Trace Activation IE in SgNB addition procedure. 
To stop an ongoing trace task in an en-gNB for a certain UE, the SgNB modification procedure could be used.
Although from spec point of view, it is feasible to support singling based trace for EN-DC UEs, operators’ view on requirement aspect is needed before making a decision.

Proposal 4: RAN3 discusses and decides whether basic trace function is supported in en-gNB for EN-DC.
To reflect proposal 1, 2 and 3, we propose to keep the Trace and MDT related content in RAN3 specs and remove the FFS. It is also proposed to add following note information to clarify the applicability of MDT.

Note: In the current version of this specification, MDT related IEs are only applicable for ng-eNB.
The corresponding TPs to 38.413 and 38.423 are provided in section 3 and [2] respectively.
If proposal 4 is agreed, we can provide TPs to BL CR of 36.423 during the meeting week.
2   Reference

[1] R3-174272, Reply LS to RAN3 on MDT, 3GPP RAN WG2.
[2] R3-174562, TP to 38.423 for Support of Trace and MDT for NG-RAN in rel-15.
3   Text proposal to 38.413
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
8.3.1
Initial Context Setup

8.3.1.1
General

The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE Context including PDU session context, the Security Key, Handover Restriction List, UE Radio Capability and UE Security Capabilities etc. The procedure uses UE-associated signalling.

Editor’s Note:
Further details are FFS.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial context setup: successful operation

In case of the establishment of a PDU session the 5GC must be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

The INITIAL CONTEXT SETUP REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency Priority IE, if available in the AMF. [FFS pending RAN2]

If the Masked IMEISV IE is contained in the INITIAL CONTEXT SETUP REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall
-
attempt to execute the requested PDU session configuration;

-
store the UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE; [FFS]

-
store the received Handover Restriction List in the UE context;

-
store the received UE Radio Capability in the UE context;

-
store the received Subscriber Profile ID for RAT/Frequency Priority in the UE context and use it as defined in TS 38.300 [8]; [FFS pending RAN2]

-
store the received UE Security Capabilities in the UE context;

-
store the received Security Key in the UE context, take it into use and associate it with the initial value of NCC as defined in TS xx.xxx [xx]. [FFS pending SA3]

For the Initial Context Setup an initial value for the Next Hop Chaining Count is stored in the UE context. [FFS pending SA3]

If the PDU Session Resource Setup List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall behave the same as the one defined in the PDU Session Resource Setup procedure. The NG-RAN node shall report to the AMF, in the INITIAL CONTEXT SETUP RESPONSE message, the successful establishment of the result for all the requested PDU sessions. When the NG-RAN node reports the unsuccessful establishment of a PDU Session, the cause value should be precise enough to enable the AMF to know the reason for the unsuccessful establishment.

The NG-RAN node shall use the information in the Handover Restriction List IE if present in the INITIAL CONTEXT SETUP REQUEST message to

-
determine a target for subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation.

If the Handover Restriction List IE is not contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:

-
one of the setup PDU sessions includes a particular ARP value (TS 23.501 [9]). [FFS, need to align with PDU Session Management]

If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported: 
-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [11];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace”, initiate the requested trace session and MDT session as described in TS 32.422 [11];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only”, or “Logged MDT only”, initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and Trace Depth IE;

-
if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session;

-
if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [12].
Note: In the current version of this specification, MDT related IEs are only applicable for ng-eNB.
If the UE Security Capabilities IE included in the INITIAL CONTEXT SETUP REQUEST message only contains the EIA0 algorithm as defined in TS 33.401 [13] and if this EIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the NG-RAN node (TS 33.401 [13]), the NG-RAN node shall take it into use and ignore the keys received in the Security Key IE. [FFS pending SA3]
If the Management Based MDT Allowed IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall use it, if supported, together with information in the Management Based MDT PLMN List IE, if available in the UE context, to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [11]. [FFS pending RAN2 and SA5]

If the RRC Inactive Assistance Information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC-INACTIVE state decision and configuration for the UE and RAN paging if any for a UE in RRC-INACTIVE state, as specified in TS 38.300 [8].

After sending the INITIAL CONTEXT SETUP RESPONSE message, the procedure is terminated in the NG-RAN node.

Editor’s Note:
Further details are FFS.

<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>
8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.

If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

Upon receipt of the HANDOVER REQUEST message the NG-RAN node shall
-
attempt to execute the requested PDU session configuration;

-
store the UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE; [FFS]

-
store the received Handover Restriction List in the UE context;

-
store the received UE Security Capabilities in the UE context;

-
store the received Security Key in the UE context, take it into use and associate it with the initial value of NCC as defined in TS xx.xxx [xx]; [FFS pending SA3]

For the Initial Context Setup an initial value for the Next Hop Chaining Count is stored in the UE context. [FFS pending SA3]

Upon receiving the PDU Session Resource To Be Setup List IE contained in the HANDOVER REQUEST message, the NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The NG-RAN node shall then report in the HANDOVER REQUEST ACKNOWLEDGE message the successful establishment of the result for all the requested PDU sessions. When the NG-RAN node reports the unsuccessful establishment of a PDU session, the cause value should be precise enough to enable the AMF to know the reason for the unsuccessful establishment.

The NG-RAN node shall use the information in the Handover Restriction List IE if present in the HANDOVER REQUEST message to

-
determine a target for subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation.

If the Handover Restriction List IE is not contained in the HANOVER REQUEST message, the NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:

-
one of the setup PDU sessions includes a particular ARP value (TS 23.501 [9]). [FFS, need to align with PDU Session Management]

If the Trace Activation IE is included in the HANDOVER REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported: 
-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [11];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace”, initiate the requested trace session and MDT session as described in TS 32.422 [11];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only”, or “Logged MDT only”, initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and Trace Depth IE;

-
if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session;

-
if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [12].

Note: In the current version of this specification, MDT related IEs are only applicable for ng-eNB.
If the UE Security Capabilities IE is included in the HANDOVER REQUEST message, the NG-RAN node shall handle it accordingly. [FFS pending SA3]
If the Management Based MDT Allowed IE is contained in the HANDOVER REQUEST message, the NG-RAN node shall use it, if supported, together with information in the Management Based MDT PLMN List IE, if available in the UE context, to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [11]. [FFS pending RAN2 and SA5].

If the RRC Inactive Assistance Information IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC-INACTIVE state decision and configuration for the UE and RAN paging if any for a UE in RRC-INACTIVE state, as specified in TS 38.300 [8].

After all necessary resources for the admitted PDU Session Resources have been allocated, the target NG-RAN node shall generate the HANDOVER REQUEST ACKNOWLEDGE message.

Editor’s Note:
Further details are FFS.
<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>
9.2.2.1
INITIAL CONTEXT SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	<ref>
	
	YES
	reject

	RRC Inactive Assistance Information
	M
	
	9.3.1.26
	
	YES
	ignore

	PDU Session Resource Setup List
	O
	
	<ref>
	[FFS align with PDU Session management]
	YES
	reject

	UE Security Capabilities
	O [FFS]
	
	<ref>
	
	YES
	reject

	Security Key
	O [FFS]
	
	<ref>
	
	YES
	reject

	Trace Activation
	O
	
	<ref>
	
	YES
	ignore

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	UE Radio Capability
	O
	
	<ref>
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	Management Based MDT Allowed
	O
	
	<ref>
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	<ref>
	
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	[FFS]
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>
9.2.3.4
HANDOVER REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.33
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	<ref>
	
	YES
	reject

	RRC Inactive Assistance Information
	M
	
	9.3.1.26
	
	YES
	ignore

	UE Security Capabilities 
	O [FFS]
	
	<ref>
	
	YES
	reject

	Security Key 
	O [FFS]
	
	<ref>
	
	YES
	reject

	PDU Session Resource To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource To Be Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI
	O
	
	<ref>
	
	-
	

	>>PDU Session Setup Request Transfer
	M
	
	9.3.1.11
	
	YES
	ignore

	Trace Activation
	O
	
	<ref>
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	<ref>
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	<ref>
	
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.31
	
	YES
	reject

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
3GPP


