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1 Introduction
It was agreed in last meeting the bearer type change is not a SCG change. Then for SN initiated Modification for bearer release, the MN don’t need to send “SCG change indicator” to the SN. This document further discusses the procedure impacted by this agreement.  The discussion is in R3-17xxxx.
2 Text Proposal to TS 36.423 BL
Start of Change
8.X.4
SgNB initiated SgNB Modification 

8.X.4.1
General

This procedure is used by the SgNB to modify the UE context in the SgNB.

The procedure uses UE-associated signalling.

8.X.4.2
Successful Operation
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Figure 8.X.4.2-1: SgNB initiated SgNB Modification, successful operation.

The SgNB initiates the procedure by sending the SGNB MODIFICATION REQUIRED message to the MeNB. When the SgNB sends the SGNB MODIFICATION REQUIRED message, it shall start the timer TDCoverall. 

The SGNB MODIFICATION REQUIRED message may contain

-
the SgNB to MeNB Container IE.
-
E-RABs to be released within the E-RABs To Be Released Item IE;
-
E-RABs to be modified within the E-RABs To Be Modified Item IE;
-
the SCG Change Indication IE.
If the MeNB is able to perform the change requested by the SgNB, the MeNB shall send the SGNB MODIFICATION CONFIRM message to the SgNB. The SGNB MODIFICATION CONFIRM message may contain the MeNB to SgNB Container IE.

Upon reception of the SGNB MODIFICATION CONFIRM message the SgNB shall stop the timer TDCoverall.

Interaction with the MeNB initiated SgNB Modification Preparation procedure:

If applicable, as specified in TS 37.340 [15], the SgNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released List IE.

If applicable, as specified in TS 37.340 [15], the SgNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the SgNB Security Key IE within the UE Context Information IE.


8.X.4.3
Unsuccessful Operation
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Figure 8.X.4.3-1: SgNB initiated SgNB Modification, unsuccessful operation.

In case the request modification cannot be performed successfully the MeNB shall respond with the SGNB MODIFICATION REFUSE message to the SgNB with an appropriate cause value in the Cause IE.

The MeNB may also provide configuration information in the MeNB to SgNB Container IE.
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