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[bookmark: _Toc462753086][bookmark: _Toc496609859]9.2.2	GBR QoS Flow Information
This IE indicates the maximum and guaranteed bit rates of a GBR QoS flows for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	9.2.3
	Maximum Bit Rate in DL.
Details in TS 23.501 [7].
	–
	–

	Maximum Flow Bit Rate Uplink
	M
	
	9.2.3
	Maximum Bit Rate in UL.
Details in TS 23.501 [7].
	–
	–

	Guaranteed Flow Bit Rate Downlink
	M
	
	9.2.3
	Guaranteed Bit Rate (provided that there is data to deliver) in DL.
Details in TS 23.501 [7].
	–
	–

	Guaranteed Flow Bit Rate Uplink
	M
	
	9.2.3
	Guaranteed Bit Rate (provided that there is data to deliver).
Details in TS 23.501 [7].
	–
	–

	Delay Critical GBR
	O
	
	ENUMERATED {True, ...}
	Indicates if the flow is Delay Critical GBR. Details in TS 23.501 [9].

Editor Note: may not needed if special QoS values are defined for Delay Critical GBRs.
	–
	–
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