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	14. Even further enhanced MTC for LTE (RAN1-led) WI

 WID [LTE_eMTC4-Core]: RP-171427 (target: RAN#80) [TU: 0.5 (0.5, 0.5, 0.5, 0.5)]

	CB: # 14_efeMTC_Report

(Vice-Chair - Yin)



	14.1. Early data transmission

	R3-174268
	LS on Early Data Transmission (3GPP RAN WG2, Qualcomm)
	LS in

Move to AI 14.1
RAN2 agreement: none of the parameters are needed

Noted

	R3-174264
	Reply LS on Early Data Transmission (3GPP CT WG1, Qualcomm)
	LS in

Move to AI 14.1
Noted

	R3-174287
	Reply LS on Early Data Transmission (3GPP SA WG2, Qualcomm)
	LS in

Noted

	R3-174456
	Draft Reply LS on Early Data Transmission (Qualcomm Incorporated)
	LS out
See reply LS from RAN2

Noted

	R3-174798
	Early data transmission in eMTC (Ericsson)
	Discussion
A unified handling for both eMTC and NB-IoT
For early data transmission in CP, UE context release is used to carry DL NAS PDUs, if any
MME knows the size of the data packet, if it is a small DL data, it will trigger UE context release with NAS PDU, else it will trigger DL NAS TRANSPORT towards eNB

To be continued

	R3-174799
	Early data transmission in eMTC (Ericsson)
	CR1555r, TS 36.413 v14.4.0, Rel-15, Cat. B
Noted

	14.2. Others


