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1
Introduction
RAN2 requested RAN3 to enable transfer of the S-RLF information over X2. The changes proposed for EN-DC in R3-180927 shall be applied to XnAP, too.
2
Text proposal

The following changes are proposed to be added to the draft XnAP specification (TS 38.423).

	*** First change, omitted text not changed ***


8.3.8.1
General

The purpose of the RRC Transfer procedure is to deliver an LTE RRC message encapsulated in a PDCP-C PDU to the S-NG-RAN-NODE so that it may then be forwarded to the UE, or from the S-NG-RAN-NODE, if it was received from the UE. Delivery status may also be provided from the S-NG-RAN-NODE to the M-NG-RAN-NODE using the RRC Transfer.

The procedure is also used to enable transfer of the NR RRC message container with the NR measurements or S-RLF information from the M-NG-RAN-NODE to the S-NG-RAN-NODE, when received from the UE.

The procedure uses UE-associated signalling.

	*** Next change, omitted text not changed ***


9.1.2.11
S-NODE RELEASE REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the release of resources.

Direction: M-NG-RAN node ( S-NG-RAN node. 

Editor’s Note: The tabular below is FFS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	> PDU sessions To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>SCG Bearer
	
	
	
	
	
	

	>>>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer used for forwarding of UL PDUs
	–
	–

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer. used for forwarding of DL PDUs
	–
	–

	>>>Split Bearer
	
	
	
	
	
	

	>>>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer. used for forwarding of DL PDUs
	–
	–

	UE Context Kept Indicator
	O
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the scgFailureInfo message as defined in TS 38.331 [10].
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


	*** Next change, omitted text not changed ***


9.1.2.17
RRC TRANSFER

This message is sent by the M-NG-RAN-NODE to the S-NG-RAN-NODE to transfer an RRC message. 

Direction: M-NG-RAN node ( S-NG-RAN node or S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	MCG split SRB
	
	0..1
	
	
	
	

	>RRC Container
	O
	
	OCTET STRING
	RRC message encapsulated in a PDCP-C PDU and ciphered with the key of the MeNB
	YES
	reject

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type to be used
	YES
	reject

	>Delivery Status
	O
	
	9.2.2.19
	DL RRC delivery status of MCG split SRB
	YES
	reject

	NR UE Measurement Report
	
	0..1
	
	
	
	

	>RRC Container
	M
	
	OCTET STRING
	NR UE measurement report (see TS 38.331 [10])
	YES
	reject

	S-RLF Information
	
	0..1
	
	
	
	

	> RRC Container
	M
	
	OCTET STRING
	Includes the scgFailureInfo message as defined in TS 38.331 [31].
	YES
	reject


	*** Remaining text not changed ***


