Page 1



3GPP TSG-RAN WG3 #99






                                                 R3-180971
Athens, Greece, 26 February-2 March 2018
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.423
	CR
	1070
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction of the SN Initiated Modification Procedure

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-02-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The en-gNB can not change the EN-DC Resource Configuraiton IE configured by the MeNB and there is no other IE depends on this IE, so remove the EN-DC Resource Configuration IE from the SGNB MODIFICATION REQUIRED message.
The en-gNB may initiate the bearer release because partialy resource is unavailable. 

	
	

	Summary of change:
	Remove the EN-DC Resource Configuration IE from the SGNB MODIFICATION REQUIRED message.

Add a status indication in the SGNB MODIFICATION REQUIRED message.

	
	

	Consequences if not approved:
	It is confusing if the en-gNB can change the termination point and MCG/SCG RLC bearer presence.
The MeNB can not know which part of configuration in en-gNB is still available.

	
	

	Clauses affected:
	9.1.4.8, 9.2.x, ASN.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change, omitted text not changed


9.1.4.8
SGNB MODIFICATION REQUIRED

This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	>> Status Indication
	O
	
	9.2.x
	
	
	

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR SCG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	
	
	
	
	
	
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>>>PDCP not present in SN
	
	
	
	
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of D

L PDCP PDUs.
	–
	

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256
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9.2.x
Status Indication
The Status Indication IE is used to indicate which part of resource is available in en-gNB.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Status Indication
	M
	
	ENUMERATED (SCG RLC bearer resource available, PDCP resource available, …)
	


	Next change, omitted text not changed


9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,

StatusIndication,

TargetCellInUTRAN,

//……
-- **************************************************************

--

-- SGNB MODIFICATION REQUIRED

--

-- **************************************************************

SgNBModificationRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{SgNBModificationRequired-IEs}},


...

}

SgNBModificationRequired-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID









PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID






CRITICALITY reject
TYPE SgNB-UE-X2AP-ID








PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication





CRITICALITY ignore
TYPE PDCPChangeIndication






PRESENCE optional}|


{ ID id-E-RABs-ToBeReleased-SgNBModReqdList

CRITICALITY ignore
TYPE E-RABs-ToBeReleased-SgNBModReqdList

PRESENCE optional}|


{ ID id-SgNBtoMeNBContainer





CRITICALITY ignore
TYPE SgNBtoMeNBContainer







PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension



CRITICALITY reject
TYPE UE-X2AP-ID-Extension






PRESENCE optional}|


{ ID id-E-RABs-ToBeModified-SgNBModReqdList

CRITICALITY ignore
TYPE E-RABs-ToBeModified-SgNBModReqdList

PRESENCE optional}|


{ ID id-SgNBResourceCoordinationInformation

CRITICALITY ignore
TYPE SgNBResourceCoordinationInformation

PRESENCE optional},


...

}

E-RABs-ToBeReleased-SgNBModReqdList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeReleased-SgNBModReqd-ItemIEs} }

E-RABs-ToBeReleased-SgNBModReqd-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeReleased-SgNBModReqd-Item
 CRITICALITY ignore

TYPE E-RABs-ToBeReleased-SgNBModReqd-Item

PRESENCE mandatory },


...

}

E-RABs-ToBeReleased-SgNBModReqd-Item ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


cause






Cause,

statusIndication



StatusIndication,




iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModReqd-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModReqd-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqdList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeModified-SgNBModReqd-ItemIEs} }

E-RABs-ToBeModified-SgNBModReqd-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeModified-SgNBModReqd-Item
 CRITICALITY ignore

TYPE E-RABs-ToBeModified-SgNBModReqd-Item

PRESENCE mandatory },


...

}

E-RABs-ToBeModified-SgNBModReqd-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,



resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresent ::= SEQUENCE {


requested-MCG-E-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters












OPTIONAL,


uL-Configuration







ULConfiguration















OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresent ::= SEQUENCE {


sgNB-DL-GTP-TEIDatSCG

GTPtunnelEndpoint



OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
//……
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
//……
-- S
StatusIndication ::= ENUMERATED {


SCG-RLC-Bearer-resource-available,

PDCP-resource-available,

...

}
//……
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