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Introduction
[bookmark: _GoBack]The skeleton of TS 38.463 is provided in R3-181309. This document presents the Rapporteur TP for the skeleton of TS 38.463. In the following, the text proposed by the Rapporteur is introduced and motivated:
Clause 1: “Scope”
We propose to define the scope of the E1 interface in TS 38.463 using similar text as for the scope of the F1 interface in TS 38.473. 
During the study item, the terminology “CU-CP” and “CU-UP” was adopted. As defined in TR 38.806, the E1 interface interconnects a “CU-CP” and a “CU-UP”. It is not yet decided whether the terminology “CU-CP” and “CU-UP” is going to be used also during the work item. Therefore, we propose to add an editor note stating that the terminology may need to be updated.
[bookmark: _Ref484067741][bookmark: _Ref174151459][bookmark: _Ref189809556]Clause 3: “Definitions and abbreviations”
We propose to add the definitions of elementary procedure and the related description (same as in TS 38.473). 
We also propose to add the definition of CU-CP, CU-UP, gNB, gNB-CU and gNB-DU with a reference to the stage-2 specifications (TS 38.401). 
Finally, we propose to introduce a sub-clause with the abbreviations that should be updated every time a new abbreviation is utilized in the spec.
Clause 4: “General”
Clause 4 defines the procedure specification principles, forward and backward compactivity and specification notation. We propose to use the same text as in TS 38.473.
Clause 5: “E1AP services”
This Clause contains the definition of the E1AP services. We propose to use the same text as in TS 38.473.
Clause 6: “Services expected from signalling transport”
Clause 6 defines the services expected from the transport. We propose to use the same text as in TS 38.473.
Clause 7: “Function of E1AP”
Clause 7 defines the E1AP functions. We propose to add a reference to TS 38.460.
Clause 8: “E1AP procedures”
Clause 8 aims at describing the E1AP procedures. We propose to add in Clause 8.1 two tables listing all the Class-1 and Class-2 procedures (same as in TS 38.473). We also propose to structure the E1 procedures into:
· Interface Management procedures (sub-clause 8.2): procedure that affect the operation over the E1 interface (e.g., Setup, Reset, Error Indication, etc.). These procedures are non-UE-associated. 
· Bearer Management procedures (sub-clause 8.3): procedure that affect the management of F1 bearers and tunnels toward the core network (E-RAB or PDU Session / QoS-flows).
· Other sub-clause may be added pending discussion on E1 functions.  
Clause 9: “Elements of E1AP communication”
Clause 9 describes the structure of the messages and information elements required for the F1AP protocol in tabular format and in ASN.1.
We propose to add a general description in sub-clause 9.1 (same as in TS 38.473). 
Sub-clause 9.2 presents the tabular format of the E1AP messages. We propose to organize it in E1AP Interface Management messages and E1AP Bearer Management messages. 
Sub-clause 9.3 presents the tabular format of the E1AP information elements (same structure as in TS 38.473).
Sub-clause 9.4 presents the ASN.1 for the E1AP. We propose to include the general description and the use of the private messages (same as in TS 38.473).
Clause 10: “Handling of unknown, unforeseen and erroneous protocol data”
We propose to refer to TS 38.413 for the description of error cases (same as in TS 38.473). 
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