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1 Introduction

In last RAN3 meeting, the UE Context Setup Management was discussed and the agreement was captured in the [1]. In this contribution, we future analyze the remaining FFS and give the text proposal for the stage2 and Stage3 TS.
2 Discussion

RRC-Container IE in the UE Context Setup Request message

In the last meeting, it was agreed that for the UE Initial Access procedure, the CU may encapsulate the RRC SECURITY MODE COMMAND message in the UE CONTEXT SETUP REQUEST message. Therefore, RRC Container needs to be added as an optional IE.
Proposal 1: It is proposed to include RRC-Container IE in the UE Context Setup Request message.
RRC Container IE in the UE Context Modification Confirm message

In case the DU wants to modify the MAC/RLC/L1configuration of SRB and DRB, it may initiate the UE Context Modification Required procedure towards the CU which contains the new MAC/RLC/L1 configuration for the SRB and DRB, then the CU will confirm the required message and send the new MAC/RLC/L1 configuration information in the RRC Connection Reconfiguration message to the UE. The RRC Container IE could be piggybacked in the Context Modification Confirm message.
Proposal 2: It is proposed to include RRC Container IE in the UE Context Modification Confirm message.
3 Conclusion
In this contribution, we future analyze the details IE design for the UE Context Management procedures. The following proposals are made:
Proposal 1: It is proposed to include RRC-Container IE in the UE Context Setup Request message.

Proposal 2: It is proposed to include RRC Container IE in the UE Context Modification Confirm message.
Proposal 3: It’s proposed to agree the text proposal for the Stage 3 TS.

4 Reference
[1] TS 38.473
5 Text Proposal for stage3 TS38.473
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
	Direction: gNB-CU ( gNB-DU. IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	PSCell ID
	O
	
	NCGI

9.3.1.12
	PSCell Identifier in SgNB
	YES
	Ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.1.X.1 of TS 36.423 [9].
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	0 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in SgNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>]
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.11
UE CONTEXT MODIFICATION CONFIRM
This message is sent by the gNB-CU to inform the gNB-DU the successful modification.

Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.1.X.1 of TS 36.423 [9].
	YES
	reject

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	<1 .. maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	
	

	DRB Failed to be Modified List
	
	0..1
	
	The list of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.
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