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This paper provides a Text Proposal for a rapporteur’s update for TS 38.410 v0.8.0. In particular, it introduces the new TS 38.415 specification agreed at RAN#79 in RP-180536.
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Next Change
3.1
Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

gNB: as defined in TS 38.300 [9].

ng-eNB: as defined in TS 38.300 [9].

NG-RAN node: as defined in TS 38.300 [9].
UPF: as defined in TS 23.501 [10].

Next Change
7.2
NG User Plane
The NG user plane (NG-U) interface is defined between a NG-RAN node and a UPF. The NG-U interface provides non guaranteed delivery of PDU Session user plane PDUs between the NG-RAN node and the UPF.

The protocol stack for NG-U is shown in Figure 6.2-1.
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Figure 6.2-1: NG-U protocol structure

8
Other NG interface specifications

Editor Note: This clause contains the description of the other related 3GPP specifications.

8.1
NG-RAN NG interface: NG layer 1 (TS 38.411)

TS 38.411 [3] specifies the physical layer technologies that may be used to support the NG interface.

8.2
NG-RAN NG interface:  NG signalling transport (TS 38.412)

TS 38.412 [4] specifies how the NGAP signalling messages are transported over NG.

8.3
NG-RAN NG interface: NG application protocol (NGAP) (TS 38.413)

TS 38.413 [5] specifies the radio network layer signalling procedures of the control plane between the NG-RAN node and the AMF.

8.4
NG-RAN NG interface: NG data transport (TS 38.414)

TS 38.414 [6] specifies the standards for user data transport protocols over the NG interface.

8.5
NG-RAN NG interface: NG PDU Session user plane protocol (TS 38.415) 
TS 38.415 [11] specifies the PDU Session user plane protocol procedures over the NG interface.
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