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1 Introduction

In [1], we address the location of user inactivity monitoring and the following proposal:
Proposal 1: Allow the user(UE) inactivity monitoring both at gNB-DU and gNB-CU(UP), and support user inactivity reporting both in F1-C and E1.

Proposal 2: The gNB-DU supports the user(UE) inactivity monitoring and reporting as optional and the gNB-CU(UP) supports the user(UE) inactivity monitoring and reporting as mandatory.
To reflect it, TP for TS38.463 is provided below.
2 Text Proposal for TS38.463 
---------------------------- Start of TP  - 1st change ---------------------------
8.1
List of E1AP Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Bearer Context Setup
	BEARER CONTEXT SETUP REQUEST
	BEARER CONTEXT SETUP RESPONSE
	BEARER CONTEXT SETUP FAILURE

	Bearer Context Modification (CU-CP initiated)
	BEARER MODIFICATION REQUEST
	BEARER CONTEXT MODIFICATION RESPONSE
	BEARER CONTEXT MODIFICATION FAILURE

	Bearer Context Modification Required (CU-UP initiated)
	BEARER CONTEXT MODIFICATION REQUIRED
	BEARER CONTEXT MODIFICATION CONFIRM
	

	Bearer Context Release (CU-CP initiated)
	BEARER CONTEXT RELEASE COMMAND
	BEARER CONTEXT RELEASE COMPLETE
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Bearer Context Release Request (CU-UP initiated)
	BEARER CONTEXT RELEASE REQUEST

	User Inactivity Notification
	USER INACTIVITY NOTIFICATION


---------------------------- End of TP – 1st change ---------------------------
---------------------------- Start of TP – 2nd change ---------------------------
8.3.x
User Inactivity Notification
Editor’s note: The description of this procedure is FFS.
8.3.x.1
General

This procedure is initiated by the CU-UP to indicate the user inactivity timer expiration to the CU-CP.
The procedure uses UE-associated signalling.
8.3.x.2
Successful Operation
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Figure 8.3.x.2-1: User Inactivity Notification procedure. Successful operation

The CU-UP initiates the procedure by sending the USER INACTIVITY NOTIFICATION message to the CU-CP.
The user inactivity timer notification is included per UE or per DRB.

8.3.x.3
Abnormal Conditions

Not applicable.
---------------------------- End of TP – 2nd change ---------------------------
---------------------------- Start of TP  - 3rd change---------------------------
9.2.2.y
USER INACTIVITY NOTIFICATION
Editor’s note: The details of this message are FFS. 
---------------------------- End of TP – 3rd change ---------------------------
References

[1] R3-182073, User Inactivity monitoring in NG-RAN function split architecture, Samsung, RAN3#99bis.

_1584442053.doc


USER INACITIVITY NOTIFICATION











CU-UP







CU-CP












