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1 Introduction
The issue on indication of RRC message over F1 was discussed in last meeting in [1], this paper tried to have further discussions on indication of RRC reject indication with more observations, text proposals were also attached.
2 Discussion

In last RAN3 meeting, it was agreed to introduce an indicator in UE CONTEXT modification request message, informing gNB-DU that an ongoing RRC reconfiguration message, including the successful SgNB/SeNB addition indication over X2/Xn, is successfully done. However, there remains one open issue about if there is a need to introduce a RRC reject indication over F1. 

2.1 Scenarios
RRC connection establishment procedure 
Based on legacy mechanism in 3G and 4G, for normal RRC connection establishment case, there could be the case that RAN node is able to reject the RRC connection request, i.e. a RRC connection reject message could be sent to UE due to lack of resource in RAN side, and this reject message is sent from gNB-CU for the split case between gNB-CU and gNB-DU, but gNB-DU doesn’t know if the RRC connection request is rejected or not, i.e. we could not assume that gNB-DU would decode the RRC messages which are passing through.
Observation 1: For RRC connection establishment procedure, gNB-DU doesn’t know if the RRC connection request is rejected or not.
gNB-DU initiated UE CONTEXT MODIFICATION REQUIRED procedure
In this scenario, gNB-DU initiated UE CONTEXT MODIFICATION REQUIRED procedure, e.g. gNB-DU wants to change some L1/L2 configurations, upon reception of this request, if gNB-CU decides to accept, gNB-CU should firstly reconfigure the UE with new configurations and a RRC reconfiguration complete message should be received from UE, then gNB-CU should reply to gNB-DU with “UE CONTEXT MODIFICATION CONFIRM” message, it seems that during this reconfiguration process, there is no need for the gNB-CU to confirm the completion of radio interface towards gNB-DU.

Observation 2: For gNB-DU initiated UE CONTEXT MODIFICATION REQUIRED procedure, there is no need for the gNB-CU to give additional indication to gNB-DU.

2.2 Discussions

Based on the observations above, the issue comes down to whether there is a need to introduce standard mechanism so that gNB-DU could be aware of the gNB-CU’s decision that the connection request is rejected.
The situation here is, gNB-DU already provided SRB1 configuration, and there will be no further actions in gNB-DU side except for waiting for further incoming message. If the previous RRC connection request is rejected by gNB-CU, gNB-DU could just wait for a while, with an internal timer by implementation, then release SRB1 configuration, but we also see some inefficiencies here, since the timer could be longer or shorter, pending on F1 transmission delay and the internal processing delay, so the more accurate way is to let the gNB-CU to send an indication to gNB-DU directly.
Proposal 1: It is proposed RAN3 agree to introduce an indication on the rejection of RRC connection request by gNB-CU over F1.

Proposal 1bis: This indication could be included in the DL RRC message transfer which includes RRC connection reject message.

3 Conclusion and Proposals
Based on the discussion, we have the following observations and proposals:
Observation 1: For RRC connection establishment procedure, gNB-DU doesn’t know if the RRC connection request is rejected or not.
Observation 2: For gNB-DU initiated UE CONTEXT MODIFICATION REQUIRED procedure, there is no need for the gNB-CU to give additional indication to gNB-DU if consequent RRC reconfiguration message is rejected.
Proposal 1: It is proposed RAN3 agree to introduce an indication on the rejection of RRC connection request by gNB-CU over F1.

Proposal 1bis: This indication could be included in the DL RRC message transfer which includes RRC connection reject message.
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<<<<<<<<<<<<<<<<<Changes Started>>>>>>>>>>>>>>>
8.4.2 
DL RRC Message Transfer

8.4.2.1
General

The purpose of the DL RRC Message Transfer procedure is to transfer an RRC message as a DL PDCP-PDU to the gNB-DU.

8.4.2.2
Successful operation
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Figure 8.4.2.2-1: DL RRC Message Transfer procedure.

If a UE-associated logical F1-connection exists, the DL RRC MESSAGE TRANSFER message shall contain the gNB-DU UE F1AP ID IE, which should be used by gNB-DU to lookup the stored UE context. 
The DL RRC MESSAGE TRANSFER message shall include, if available, the old gNB-DU UE F1AP ID IE so that the gNB-DU can retrieve the existing UE context in RRC connection reestablishment procedure.
If the RRC Connection Rejection Indication IE is received, the gNB-DU shall consider that the RRC connection request from UE has been rejected by the gNB-CU.
<<<<<<<<<<<<<<<<<unchanged texts omitted>>>>>>>>>>>>>>>
9.2.3.2
DL RRC MESSAGE TRANSFER
This message is sent by the gNB-CU to transfer the layer 3 message to the gNB-DU over the F1 interface.

Direction: gNB-CU (gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCConnectionReestablishment is included in RRC-Container
	YES
	reject

	SRB ID
	M
	
	9.3.1.7
	
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	
	YES
	reject

	RRC Connection Rejection Indicator
	O
	
	ENUMERATED
(true, …)
	
	YES
	ignore


<<<<<<<<<<<<<<<<<unchanged texts omitted>>>>>>>>>>>>>>>
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Cells-Item, 

Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item,


CriticalityDiagnostics,


CUtoDURRCInformation,


DRBID,


DRBs-FailedToBeModifiedConf-Item,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DUtoCURRCInformation,


EUTRANQoS,
GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,


GNB-DU-Name,


GTPTunnelEndpoint,


NRCGI,


NRPCI,


Potential-SpCell-Item,


ResourceCoordinationTransferContainer,


RRCContainer,

RRCConnectionRejectionIndicator,

RRCRconfigurationCompleteIndicator,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item, 

SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


ULTunnels-ToBeSetup-Item,


DUtoCURRCContainer,

PagingCell-Item, 

SItype-Item,

UEIdentityIndexValue,


GNB-CU-TNL-to-be-Added-Item,

GNB-CU-TNL-to-be-Removed-Item,

GNB-CU-TNL-to-be-Modified-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


CNUEPagingIdentity,

RANUEPagingIdentity
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Active-Cells-Item,


id-Active-Cells-List,


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-CriticalityDiagnostics,


id-CUtoDURRCInformation,


id-DRBs-FailedToBeModifiedConf-Item,


id-DRBs-FailedToBeModifiedConf-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-gNB-CU-UE-F1AP-ID, 


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,


id-gNB-DU-Name,


id-oldgNB-DU-UE-F1AP-ID,


id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,

id- RRCConnectionRejectionIndicator,

id-RRCRconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-SpCell-ID,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-DUtoCURRCContainer,

id-NRCGI, 

id-PagingCell-Item,

id-PagingCell-List,

id-PagingDRX,

id-PagingPriority, 

id-SItype-Item,

id-SItype-List,

id-UEIdentityIndexValue,


id-GNB-CU-TNL-to-be-Added-Item,

id-gNB-CU-TNL-to-be-Added-List,

id-gNB-CU-TNL-to-be-Removed-Item,

id-gNB-CU-TNL-to-be-Removed-List,

id-gNB-CU-TNL-to-be-Modified-Item,

id-gNB-CU-TNL-to-be-Modified-List,

id-MaskedIMEISV,


id-CNUEPagingIdentity,

id-RANUEPagingIdentity,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofSITypes,

maxnoofPagingCells,


maxnoofTNLEndPoints
FROM F1AP-Constants;

<<<<<<<<<<<<<<<<<unchanged texts omitted>>>>>>>>>>>>>>>
-- **************************************************************

--

-- DL RRC Message Transfer

--

-- **************************************************************

DLRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ DLRRCMessageTransferIEs}},


...

}

DLRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID






CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID






CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-oldgNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional
}|


{ ID id-SRBID









CRITICALITY reject
TYPE SRBID










PRESENCE mandatory
}|


{ ID id-RRCContainer







CRITICALITY reject
TYPE RRCContainer








PRESENCE mandatory
},


...,

{ ID id-RRCConnectionRejectionIndicator 


CRITICALITY ignore
TYPE

RRCConnectionRejectionIndicator
PRESENCE optional
}
}

<<<<<<<<<<<<<<<<<unchanged texts omitted>>>>>>>>>>>>>>>
-- R

RANUEPagingIdentity ::= ENUMERATED {ffs}
ResourceCoordinationTransferContainer ::= OCTET STRING

RLCMode ::= ENUMERATED {


rlc-am,


rlc-um

}

RRCContainer ::= OCTET STRING
RRCConnectionRejectionIndicator
::= ENUMERATED {true, ...}
RRCRconfigurationCompleteIndicator
::= ENUMERATED {true, ...}

<<<<<<<<<<<<<<<<<unchanged texts omitted>>>>>>>>>>>>>>>
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModifiedConf-Item




ProtocolIE-ID ::= 10

id-DRBs-FailedToBeModifiedConf-List




ProtocolIE-ID ::= 11

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 75

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionStopIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCRconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Active-Cells-Item







ProtocolIE-ID ::= 88

id-Active-Cells-List







ProtocolIE-ID ::= 89

id-Candidate-SpCell-List






ProtocolIE-ID ::= 90

id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91

id-Potential-SpCell-List






ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93
id-DUtoCURRCContainer






ProtocolIE-ID ::= 100
id-NRCGI










ProtocolIE-ID ::= 101
id-PagingCell-Item







ProtocolIE-ID ::= 102
id-PagingCell-List







ProtocolIE-ID ::= 103
id-PagingDRX









ProtocolIE-ID ::= 104

id-PagingPriority 







ProtocolIE-ID ::= 105

id-SItype-Item








ProtocolIE-ID ::= 106

id-SItype-List








ProtocolIE-ID ::= 107

id-UEIdentityIndexValue






ProtocolIE-ID ::= 108

id-gNB-CUSystemInformation





ProtocolIE-ID ::= 109
id-HandoverPreparationInformation



ProtocolIE-ID ::= 110
id-SNSSAI









ProtocolIE-ID ::= 111

id-GNB-CU-TNL-to-be-Added-Item




ProtocolIE-ID ::= 112
id-gNB-CU-TNL-to-be-Added-List




ProtocolIE-ID ::= 113
id-gNB-CU-TNL-to-be-Removed-Item




ProtocolIE-ID ::= 114
id-gNB-CU-TNL-to-be-Removed-List




ProtocolIE-ID ::= 115
id-gNB-CU-TNL-to-be-Modified-Item



ProtocolIE-ID ::= 116
id-gNB-CU-TNL-to-be-Modified-List



ProtocolIE-ID ::= 117
id-MaskedIMEISV








ProtocolIE-ID ::= 118

id-CNUEPagingIdentity






ProtocolIE-ID ::= 119

id-RANUEPagingIdentity






ProtocolIE-ID ::= 120
id-RRCConnectionRejectionIndicator



ProtocolIE-ID ::= xxx
END

<<<<<<<<<<<<<<<<<End of changes>>>>>>>>>>>>>>>
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