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[bookmark: _Toc505097710][bookmark: _Toc505097903][bookmark: _Toc505582950]9.2.2.1	QoS Flow Level QoS Parameters
This IE defines the QoS Parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O (FFS)
	
	INTEGER (0..255)
	See details in TS 23.501 [7].

	–
	

	CHOICE QoS Characteristics
	M
	
	
	
	–
	

	>Non Dynamic 5QI
	
	
	
	
	–
	

	>>Non dynamic 5QI Desciptor
	M
	
	9.2.2.8
	
	
	

	>Dynamic 5QI
	
	
	
	
	–
	

	>>Dynamic 5QI Desciptor
	M
	
	9.2.2.7
	
	–
	

	Allocation and Retention Priority
	M 
	
	9.2.2.6
	Note: presence needs to be checked with latest SA2 status.
	–
	

	GBR QoS Flow Information
	O
	
	9.2.2.2
	This IE shall be present for GBR QoS Flows only.
	–
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ...)
	For details see TS 23.501 [7]. This IE applies to non-GBR bearers only and shall be ignored otherwise.
	–
	



------------------------------------------
Skip to next change
------------------------------------------
[bookmark: _Toc500263263][bookmark: _Toc505097716][bookmark: _Toc505097909][bookmark: _Toc505582956]9.2.2.7	Dynamic 5QI Descriptor
[bookmark: _GoBack]Editor’s Note:	Presence of 5QI IE in dynamic part is FFS.
This IE defines the QoS characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority level
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Packet Delay Budget
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Packet Error Rate
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (Delay critical, Non-delay critical)
	For details refer to TS 23.501 [7].

	Averaging window
	C-ifGBRflow
	
	<reference>
	For details refer to TS 23.501 [7].

	Maximum Data Burst Volume
	O
	
	<reference>
	For details refer to TS 23.501 [7].



	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.




[bookmark: _Toc505097717][bookmark: _Toc505097910][bookmark: _Toc505582957]9.2.2.8	Non dynamic 5QI Descriptor
This IE defines QoS characteristics for a standardized or pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	5QI
	M
	
	INTEGER (0..255)
	See details in TS 24.501 [7]

	Priority level
	O
	
	<reference>
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Averaging window
	O
	
	<reference>
	This IE applies to GBR QoS Flows only. For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Maximum Data Burst Volume
	O
	
	<reference>
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.
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