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1 Description and Proposals
Some FFS are remaining concerning the inclusion of the NAS PDU IE. This paper addresses these FFS. More generally, this paper reviews all NAS PDU IEs included in NGAP messages to analyse their presence status and conclude on it.

This concerns mostly a few procedures: PDU Session Resource Request, PDU Session Release Command, Initial UE Context setup, Handover Required.
PDU Session Resource Request
For the PDU Session Resources Setup NAS PDU is required:

· In the PDU Session Resource Setup Request message in order to carry the NAS Service Accept towards the UE. We therefore propose to remove the FFS.

· For each PDU session successfully established the NAS PDU must be sent from the SMF in the PDU Session Resource Setup List IE (it is not transparent to the AMF because the AMF must check and integrity protect it).  

In order to reply to the UE service request, the AMF must include the NAS PDU at message level. 
Proposal 1: agree the Text Proposal below and remove the FFS concerning the NAS PDU at message level in the PDU Session Resource Request.
PDU Session Release Command

The NAS PDU is currently mandatory in the PDU Session Release Command.

However, the trigger of the procedure could be of two purposes:

· Remove the end to end PDU session,

· Remove only the PDU Session Resources.

In the second case there is no NAS PDU to include, in contrast to the first case.

Moreover, this optionality seems already confirmed with the procedural text, in contradiction with the tabular:

The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the NG-RAN node to release at least one PDU session in the PDU Session Resource Release List IE. If a NAS-PDU IE is contained in the message, the NG-RAN node shall pass it to the UE.

Hence, we propose to make the NAS PDU optional in the tabular of this message, in alignment with the procedural text. No change to the procedural text is needed as the optional presence is already indicated.
Proposal 2: agree the Text Proposal below and move the presence of NAS PDU to optional in the tabular of PDU Session Release Command.  
Initial Context Setup Request

In the Initial Context Setup Request the FFS concerns the semantic description of the NAS PDU. However, the NAS PDU is described in section 9.3.3.4. The FFS can be safely removed.
Proposal 3: agree the Text Proposal below and remove the FFS concerning the semantic description of the NAS PDU in the Initial Context Setup Request.
Handover Required

The handover Required is generated and triggered by the NG-RAN node.
Therefore, no NAS PDU to send to SMF when this trigger happens. We remove the NAS PDU from the tabular of that message.

Proposal 4: agree the Text Proposal below and remove the NAS PDU from the tabular of the Handover Required message. 

2 Text Proposal for TS 38.413
9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU Session Resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O 
	
	9.3.3.15
	
	YES
	reject

	NAS-PDU
	O (FFS)
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI 
	O
	
	9.3.1.24
	
	YES
	reject

	>>PDU Session Resource Release Command Transfer
	M
	
	9.3.4.3
	
	YES
	reject


	Range bound
	Explanation

	
	


Next change
9.2.3.1
HANDOVER REQUIRED

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	<ref>
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	
	
	
	
	
	
	

	>>S-NSSAI 
	O
	
	9.3.1.24
	
	-
	

	>>Handover Required Transfer
	M
	
	PDU Session Resource Setup Request Transfer

9.3.4.1
	
	-
	

	>>PDU Session Subject To Handover
	M
	
	<ref>
	Editor’s Note: indicates whether PDU Session shall be handed over to target node.
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessionResources
	FFS
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