3GPP TSG-RAN WG3#99Bis
R3-182310

Sanya, China, 16-20 April 2018

3GPP TSG-RAN WG2 Meeting #101
R2-1804099
Athens, Greece, 26 February – 2 March 2018 
Title:
LS to RAN3 on details of RAN notification area
Response to:


Release:
Rel-15
Work Item:
NR_newRAT-Core
Source:
RAN2 
To:
RAN3
Cc:


Contact Person:


Name:
Yi GUO
Tel. Number:
+86-15900449667 
E-mail Address:
yi.guo@intel.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:


1. Overall Description:

RAN2 discussed the signalling details on RAN notification area and have following agreements:
1: 
For cell lists approach, RNA contains cells that belong to the same PLMN

2: 
maximum number of cells in RAN notification area is 32;

3:
NR Cell Identity (36 bits) are used as cell id for cell list approach; 

4: 
maximum RAN Area IDs configured in one RNA is [32]

5: 
RANAC size should [6] bits. 

6: 
For one cell, only 1 RANAC can be broadcasted. A single RANAC is common for all PLMNs sharing the RAN.

7
RANAC is optional field in SIB1. 

8
maximum 16 TAIs can be configured in one RAN notification area; 

9
ASN.1 is agreed as a baseline.

10
RNA is mandatory configured for the inactive UEs for Rel-15; (May be re-discussed after the discussion of the interaction between RANU and TAU)

RAN2 may further discuss the maximum RAN area IDs configured in one RNA taking into account RANAC size.
2. Actions:

To RAN3 group
ACTION: 

RAN2 respectfully requests RAN3 to take the above into account.
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