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1 Description
Tdoc [3] has shown that “delay critical GBR” is rather to be seen as a sub-type of “GBR” than a different resource type and has proposed a corresponding encoding for TS 38.413.

This paper provides the mirror pCR for TS 38.423 v0.5.0.  

2 Text Proposal for TS 38.423
9.2.2
GBR QoS Flow Information

This IE indicates the maximum and guaranteed bit rates of a GBR QoS flows for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	9.2.3
	Maximum Bit Rate in DL.

Details in TS 23.501 [7].
	–
	–

	Maximum Flow Bit Rate Uplink
	M
	
	9.2.3
	Maximum Bit Rate in UL.

Details in TS 23.501 [7].
	–
	–

	Guaranteed Flow Bit Rate Downlink
	M
	
	9.2.3
	Guaranteed Bit Rate (provided that there is data to deliver) in DL.

Details in TS 23.501 [7].
	–
	–

	Guaranteed Flow Bit Rate Uplink
	M
	
	9.2.3
	Guaranteed Bit Rate (provided that there is data to deliver).

Details in TS 23.501 [7].
	–
	–

	Delay Critical 
	O
	
	ENUMERATED(delay critical, …)
	Delay critical GBR for which definition of PDB and PER are different. Details in TS 23.501 [7]. 
	–
	–


3 References
[1] RP-172109, Revised Work Item on New Radio (NR) Access Technology, NTT DOCOMO, Inc.
[2] 3GPP TS 23.501, Architecture for Next Generation System, SA2
[3] R3-180072, Correction of Delay Critical GBR for TS 38.413

- 2 -

