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1. Introduction
Paging is fundamental procedure of cellular communication systems. SA2 already defined paging procedure in section 4.2.3.3 of TS23.502. RAN3 has not defined NG paging procedure for NG-RAN.
This paper analyses the technical details of NG paging procedure taking S1 paging and SA2 agreement into consideration.
2.  NG Paging Message 
Table 1 summarizes the S1AP paging parameters and SA2 agreement for N2 Paging. Based on the summary, last column of table proposes NG Paging parameters.
Table 1: NG Paging Parameters

	S1AP IE/Group Name
	IE type and reference
(36.413)
	SA2 Agreement

(4.2.3.3 of 23.502)
	Proposal to NGAP Paging

	Message Type
	9.2.1.1
	
	Yes

	UE Identity Index value
	9.2.3.10
	
	Yes

	UE Paging Identity
	9.2.3.13
	Yes
	Yes

	Paging DRX
	9.2.1.16
	Yes
	Yes

	CN Domain
	9.2.3.22
	
	No need

	List of TAIs
	
	Yes

Registration Area List
	Yes



	>TAI List Item
	
	
	

	>>TAI
	9.2.3.16
	
	

	CSG Id List
	
	No
	No

	>CSG Id
	9.2.1.62
	
	

	Paging Priority
	9.2.1.78
	Yes
	Yes

	UE Radio Capability for Paging
	9.2.1.98
	Yes
	Yes

	Assistance Data for Paging
	9.2.1.103
	Yes
Assistance data for CE is not needed in R15
	Yes

Assistance data for CE is not needed in R15

	Paging eDRX Information
	9.2.1.111
	No
	Not in R15

	Extended UE Identity Index Value
	9.2.3.46
	No
	Not in R15

	NB-IoT Paging eDRX Information
	9.2.1.115
	No
	Not in R15


Proposal 1: Agree the NG Paging parameters proposed in last column of table 1. 
TP is provided in R3-180113 based on above analysis and proposals.
3. Conclusion

Based on above analysis, we have following proposals.

Proposal 1: Agree the NG Paging parameters proposed in last column of table 1. 

Proposal 2: Agree the associated TP
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