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1. Introduction
In previous RAN3 meetings, many conclusions were captured in unified UP specification for F1, X2, Xn [1],  but for Downlink Data Delivery Status frame there are some things to be further discussed,  e.g, when to trigger Downlink Data Delivery Status frame with the last DL status report indicator. In this contribution, we focus on this issue and provide analysis and proposal.  
2. Discussion
There are the following three cases for triggering Downlink Data Delivery Status frame with the last DL status report indicator :

· Case 1: MAC reset

This case is applicable to a synchronous reconfiguration procedure for intra-cell, where the MAC entity shall be reset and all RLC entities  will be re-established.

· Case 2: MAC release

The typical application scenario is inter-node handover procedure, where the source node will release the corresponding MAC entity and all RLC entities.
· Case3: RLC release/ re-establish without MAC reset 
This case is applicable to some bearer type change in EN-DC, e.g, for bearer type change from MCG Split bearer to MCG bearer, only corresponding RLC entities at SCG side need to be released or re-established.

From the above description, all these cases involve change of the corresponding logical channels, i.e, from the RAN2 perspective, the release or re-establish of RLC entity can cover all these cases. Therefore, such a description should be introduced to the specification to explain the triggering condition of Downlink Data Delivery Status frame with the last DL status report indicator.
Proposal: Consider the release or re-establish of RLC entity as the triggering condition of Downlink Data Delivery Status frame with the last DL status report indicator.
3. Conclusion 
This contribution discusses some issues on the SCell management and P(S)Cell change. And the following proposals were made:
Proposal: Consider the release or re-establish of RLC entity as the triggering condition of Downlink Data Delivery Status frame with the last DL status report indicator.
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