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1 Introduction

This contribution provides a stage2 TP for Notification Control over F1 interface base on the discussion contribution.
2 TP for stage2 38.470
///////////////////////////////////////////////////////Text Proposal/////////////////////////////////////////////////////////////////////////////
5.2.3
F1 UE context management function

The F1 UE context management function supports the establishment and modification of the necessary overall initial UE context.

The establishment of the F1 UE context is initiated by the gNB-CU and accepted or rejected by the gNB-DU based on admission control criteria (e.g., resource not available).

The modification of the F1 UE context can be initiated by either gNB-CU or gNB-DU. The receiving node can accept or reject the modification. The F1 UE context management function also supports the release of the context previously established in the gNB-DU. The release of the context is triggered by the gNB-CU either directly or following a request received from the gNB-DU. The gNB-CU request the gNB-DU to release the UE Context when the UE enters RRC_IDLE or RRC_INACTIVE.
This function can be also used to manage radio bearers (RB), i.e., establishing, modifying and releasing RB resources. The establishment and modification of RB resources are triggered by the gNB-CU and accepted/rejected by the gNB-DU based on resource reservation information and QoS information to be provided to the gNB-DU.
The mapping between QoS flows and radio bearers is performed by gNB-CU and the granularity of bearer related management over F1 is radio bearer level. For a given GBR QoS Flow, if the notification control is enabled, the gNB-DU needs to determine whether to send a notification towards the gNB-CU. To support PDCP duplication for intra-DU CA, one data radio bearer should be configured with two GTP-U tunnels between gNB-CU and a gNB-DU.
Editor’s note: How to provide QoS information to gNB-DU is FFS.

///////////////////////////////////////////////////////unchanged omitted/////////////////////////////////////////////////////////////////////////////
6.1.2
Context Management procedures

The F1 Context management procedures are listed below:

-
UE Context setup procedure

-
UE Context Release Request (gNB-DU initiated) procedure

-
UE Context Release (gNB-CU initiated) procedure

-
UE Context Modification (gNB-CU initiated) procedure

-
UE Context Modification Required (gNB-DU initiated) procedure
-
UE Context Modification Notify procedure
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