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1 Introduction

In last RAN3 meeting, it was acknowledged that either the list of QoS Flows accepted to be forwarded or the the list of E-RAB(s) accepted to be forwarded should be informed to the source NG-RAN node for supporting data forwarding for intersystem handover from 5GS to EPS. Stage 3 CR is endorsed in R3-175023. Even if the source NG-RAN node receives the list of E-RAB(s) accepted for data forwarding, it will translate to the list of Qos flows based on the mapping information. 
Stage 2 gave a full description on the data forwarding for inter-system handover. However, the description in the last bullet is incomplete. The first sentence is how to establish the forwarding tunnel. The second sentence is how the UPF does the data forwarding. Data forwarding should start from the source NG-RAN node i.e. source NG-RAN node -> UPF -> target system. This contribution provided stage 2 TP to correct the point.
2 Text proposal to TS38.300
*******************Start of Change*******************
9.3.2.4
Data Forwarding

The inter-System data forwarding follows the following key principles:

-
Only indirect data forwarding is supported.
-
PDU session information at the serving NG-RAN node contains mapping information per QoS Flow to a corresponding E-RAB.
-
At handover preparation, the source NG-RAN node shall decide which mapped E-RABs are proposed to be subject to data forwarding and provide this information in the source-to-target container to the target eNB.
-
The target eNB assigns forwarding TEID/TNL address(es) for the E-RAB(s) for which it accepts data forwarding.
-
A single data forwarding tunnel is established between the source NG-RAN node and UPF per PDU session for which at least data for a single QoS Flow is subject to data forwarding. For the QoS flows accepted for data forwarding, NG-RAN initiates data forwarding to the UPF based on the tunnel Info for Data Forwarding per PDU session. Then the UPF maps data received from the per PDU session data forwarding tunnel(s) to the mapped EPS bearer(s). 
*******************End of Change*******************
