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	Reason for change:
	In order to fully exploit the advantage of centralised User Plane functions providing services to a cluster of logical RAN nodes, it necessary to support keeping the UP termination point on the S1/NG interface. In case of DC, this change of the termination point may happen either at bearer type change or at MN or SN change.

	
	

	Summary of change:
	Specification text is introduced to describe the support of keeping S1-U termination (in case of EN-DC) and the NG-U termination (in case of MR-DC) for scenarios where the RAN node logically hosting the PDCP entity is changed.
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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.4
User data forwarding

Upon EN-DC specific activities, user data forwarding may be performed for E-RABs for which the bearer type change from/to MN terminated bearer to/from SN terminated bearer is performed. The behaviour of the node from which data is forwarded is the same as specified for the "source eNB" for handover, the behaviour of the node to which data is forwarded is the same as specified for the "target eNB" for handover.
8.x
User plane anchor at bearer type change, MN or SN change
For EN-DC, if the S1-U termination for an E-RAB at E-UTRAN can be kept at bearer type change between MN terminated and SN terminated bearers or at MN or SN change, the RAN node hosting the PDCP entity before the change notifies the RAN node hosting the PDCP entity after the change about this possibility by providing the S1-U DL GTP-U Tunnel Endpoint Identifier of the S1-U bearer for the corresponding E-RAB. 
For MR-DC with 5GC, if the NG-U termination for a PDU Session tunnel can be kept at bearer type change between MN terminated and SN terminated bearers or at MN or SN change, the RAN node hosting the PDCP entity before the change notifies the RAN node hosting the PDCP entity after the change about this possibility by providing the NG-U DL GTP-U Tunnel Endpoint Identifier of the NG-U bearer for the NG-U PDU Session tunnel. 
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

