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1   Introduction
The UE context management was discussed during RAN3#98. During the offline, the text for the TS was agreed. But one thing was discussed in the following email discussion but not incorporated in the merged document, namely adding the cause per SRB/DRB in the UE Context Modification Required.  
2   Discussion
The content of the UE context modification required message is as follows (with suggested changes indicated):
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	...
	...
	...
	...
	...
	...
	...

	SRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>SRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	DRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>DRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


If we add a cause for the DRB and SRB to be released as indicated above, this would enable the CU to understand why this was released by the DU, e.g. due to overload.
Proposal 1: Add a cause value per SRB/DRB to be released in the UE CONTEXT MODIFICATION REQUIRED message 
3   Conclusion
Based on the discussion in this paper, we propose to:
Proposal 1:
Add a cause value per SRB/DRB to be released in the UE CONTEXT MODIFICATION REQUIRED message
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