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8.2.4
gNB-DU Configuration Update 

8.2.4.1
General

The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any.
8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation.

The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in both nodes and used for the duration of the TNL association or until any further update is performed.
If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE.

If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NCGI IE according to the information in the Served Cell Information IE.

If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NCGI IE.

If Cells to be Activated Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NCGI IE and reconfigure the physical cell identity for cells for which the PCI IE is included.

If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.

8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation.

If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 
If the GNB-DU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the GNB-DU CONFIGURATION UPDATE message towards the same gNB-CU.
8.2.4.4
Abnormal Conditions

Void.

8.2.5
gNB-CU Configuration Update 

8.2.5.1
General

The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any.

8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation.

The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in the respective node and used for the duration of the TNL association or until any further update is performed.
If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NCGI IE and reconfigure the physical cell identity for which the PCI IE is included.

If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NCGI IE.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.

8.2.5.3
Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation.

If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.
8.2.5.4
Abnormal Conditions

Void. 
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9.2.1.7
GNB-DU CONFIGURATION UPDATE
This message is sent by the gNB-DU to transfer updated information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	M
	
	9.3.1.12
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NCGI
	M
	
	9.3.1.12
	
	-
	-

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NCGI
	M
	
	9.3.1.12
	
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.1.8
GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information for a TNL association.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>>PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.1.9
GNB-DU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-CU to indicate gNB-DU Configuration Update failure.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.10
GNB-CU CONFIGURATION UPDATE
This message is sent by the gNB-CU to transfer updated information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>>PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.1.11
GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a gNB-DU to a gNB-CU to acknowledge update of information for a TNL association.
Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells Failed to be Activated List
	
	0..1
	
	List of cells which are failed to be activated
	YES
	reject

	>Cells Failed to be Activated Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>>Cause
	M
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.1.12
GNB-CU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-DU to indicate gNB-CU Configuration Update failure.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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9.3.1.3
Criticality Diagnostics
The Criticality Diagnostics IE is sent by the gNB-DU or the gNB-CU when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.
For further details on how to use the Criticality Diagnostics IE, (see clause 10). The conditions for inclusion of the Transaction ID IE are described in clause 10.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error.

	Triggering Message
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure.

	Procedure Criticality
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Transaction ID
	O
	
	9.3.1.23
	

	Information Element Criticality Diagnostics
	
	0 .. <maxnoof Errors>
	
	

	>IE Criticality
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value ‘ignore’ shall not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE.

	>Type of Error
	M
	
	ENUMERATED(not understood, missing, …)
	


	Range bound
	Explanation

	maxnoofErrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnoofErrors is 256.
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9.3.1.23
Transaction ID

The Transaction ID IE uniquely identifies a procedure among all ongoing parallel procedures of the same type initiated by the same protocol peer. Messages belonging to the same procedure shall use the same Transaction ID. The Transaction ID is determined by the initiating peer of a procedure.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transaction ID
	M
	
	INTEGER (0..255, …)
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9.4.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

(unchanged text omitted (
-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE

--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID






PRESENCE mandatory
}|

{ ID id-Served-Cells-To-Add-List


CRITICALITY reject
TYPE
 Served-Cells-To-Add-List



PRESENCE optional
}|


{ ID id-Served-Cells-To-Modify-List

CRITICALITY reject
TYPE
 Served-Cells-To-Modify-List



PRESENCE optional
}|


{ ID id-Served-Cells-To-Delete-List

CRITICALITY reject
TYPE
 Served-Cells-To-Delete-List



PRESENCE optional
},


...

} 

Served-Cells-To-Add-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }

Served-Cells-To-Modify-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }

Served-Cells-To-Delete-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }

Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cell-Information

CRITICALITY reject
TYPE
 Served-Cell-Information



PRESENCE mandatory
}|


{ ID id-gNB-DU-System-Information
CRITICALITY reject
TYPE

GNB-DU-System-Information 

PRESENCE mandatory
},

...

}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-OldNCGI





CRITICALITY reject
TYPE

NCGI






PRESENCE mandatory
}|


{ ID id-Served-Cell-Information

CRITICALITY reject
TYPE

Served-Cell-Information

PRESENCE mandatory
}|


{ ID id-gNB-DU-System-Information
CRITICALITY reject
TYPE

GNB-DU-System-Information 
PRESENCE optional
},

...

}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-OldNCGI





CRITICALITY reject
TYPE

NCGI




PRESENCE mandatory
},

...

}

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

GNBDUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBDUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cells-to-be-Activated-List

CRITICALITY reject
TYPE
 Cells-to-be-Activated-List
PRESENCE optional
}|


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

GNBDUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateFailureIEs} },


...

}

GNBDUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE

--

-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },


...

}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID






PRESENCE mandatory
}|

{ ID id-Cells-to-be-Activated-List

CRITICALITY reject
TYPE
 Cells-to-be-Activated-List



PRESENCE optional
}|


{ ID id-Cells-to-be-Deactivated-List

CRITICALITY reject
TYPE
 Cells-to-be-Deactivated-List


PRESENCE optional
},


...

} 

Cells-to-be-Deactivated-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-to-be-Deactivated-List-ItemIEs } }

Cells-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-NCGI





CRITICALITY reject
TYPE
 NCGI




PRESENCE mandatory
},

...}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID







PRESENCE mandatory
}|

{ ID id-Cells-Failed-to-be-Activated-List
CRITICALITY reject
TYPE
 Cells-Failed-to-be-Activated-List

PRESENCE optional}|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
},


...

}

Cells-Failed-to-be-Activated-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Failed-to-be-Activated-List-ItemIEs } }

Cells-Failed-to-be-Activated-List-ItemIEs F1AP-PROTOCOL-IES

::= {


{ ID id-NCGI






CRITICALITY reject
TYPE
 NCGI

PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause

PRESENCE mandatory
},

...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },


...

}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

(unchanged text omitted (
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

(unchanged text omitted (
CauseTransport ::= ENUMERATED {


unspecified,


...

}

CellGroupConfig ::= OCTET STRING

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode













OPTIONAL,


triggeringMessage



TriggeringMessage












OPTIONAL,


procedureCriticality


Criticality














OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List









OPTIONAL,

transactionID




TransactionID












OPTIONAL,

iE-Extensions




ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

(unchanged text omitted (
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10
Handling of unknown, unforeseen and erroneous protocol data

Section 10 of TS 38.413 [3] is applicable for the purposes of the present document, with the following additions: 

· In case of Abstract Syntax Error, when reporting the Criticality Diagnostics IE for not comprehended IE/IEgroups or missing IE/IE groups, the Transaction ID IE shall also be included;

-
In case of Logical Error, when reporting the Criticality Diagnostics IE, the Transaction ID IE shall also be included.
- 
In case of Logical Error in a response message of a Class 1 procedure, the procedure shall be considered as unsuccessfully terminated or not terminated (e.g., transaction ID unknown in response message), and local error handling shall be initiated.
End of Text Proposal for TS 38.473

