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*************** START OF MODIFIED SECTION***********
[bookmark: _Toc502484286]3	Abbreviations and Definitions
[bookmark: _Toc502484287]3.1	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], in 3GPP TS 36.300 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1] and 3GPP TS 36.300 [2].
5GC	5G Core Network
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
AMC	Adaptive Modulation and Coding
BA	Bandwidth Adaptation
BCH	Broadcast Channel
CMAS	Commercial Mobile Alert Service
CS	Configured Scheduling
DCI	Downlink Control Information
DL-SCH	Downlink Shared Channel
ETWS	Earthquake and Tsunami Warning System
MICO	Mobile Initiated Connection Only
NCGI	NR Cell Global Identifier
NCR	Neighbour Cell Relation
NG-RAN	NG Radio Access Network
NGAP	NG Application Protocol
NR	NR Radio Access
PCH	Paging Channel
PDCCH	Physical Downlink Control Channel
PSS	Primary Synchronisation Signal
PUCCH	Physical Uplink Control Channel
PWS	Public Warning System
QFI	QoS Flow ID
RACH	Random Access Channel
RMSI	Remaining Minimum SI
RNA	RAN-based Notification Area
RNAU	RAN-based Notification Area Update
RQA	Reflective QoS Attribute
RQoS	Reflective Quality of Service
SDAP	Service Data Adaptation Protocol
SMF	Session Management Function
SSS	Primary Synchronisation Signal
SUL	Supplementary Uplink
TA	Timing Advance
UCI	Uplink Control Information
UL-SCH	Uplink Shared Channel
UPF	User Plane Function
URLLC	Ultra-Reliable and Low Latency Communications
XnAP	Xn Application Protocol
Xn-C	Xn-Control plane
Xn-U	Xn-User plane
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