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1. Introduction
According to current baseline TS37.340 [1], for “SN initiated SN Modification with MN involvement”:

For MR-DC@5GC case, “The SN uses the procedure to perform configuration changes of the SCG within the same SN, e.g. to trigger the modification/release of PDU session/QoS flows and to trigger PSCell changes. The MN cannot reject the release request of PDU session/QoS flows. Figure 10.3.2-2 shows an example signalling flow for SN initiated SN Modification procedure.

Editor’s note: Other functions of SN modification procedure are FFS.”
In this contribution, we shall continue discussing the other functions of SN initiated SN Modification procedure for MR-DC@5GC case, assuming SRB3 is not available.
2. Annex
/////////////////////////////////////////////////////////////////////  TP Start for 37.340  /////////////////////////////////////////////////////////////////////////

8.2
Bearer type selection
In EN-DC, for each radio bearer the MN decides the location of the PDCP entity and in which cell group(s) radio resources are to be configured. Once an SN terminated split bearer is established, e.g. by means of the Secondary Node Addition procedure or MN initiated Secondary Node Modification procedure, the SN may remove and later on add SCG resources for the respective E-RAB, as long as the QoS for the respective E-RAB is guaranteed.
In MR-DC with 5GC, the following principles apply:
-
The MN decides per PDU session the location of the SDAP entity, i.e. whether it shall be hosted by the MN or the SN or by both.
-
If the MN decides to host an SDAP entity it may decide some of the related QoS flows to be realized as MCG bearer, some as SCG bearer, and others to be realized as split bearer.
-
If the MN decides that an SDAP entity shall be hosted in the SN, some of the related QoS flows may be realized as SCG bearer, some as MCG bearer, while others may be realized as split bearer. The SN may remove or add SCG resources for the respective QoS flows, as long as the QoS for the respective QoS flow is guaranteed.
/////////////////////////////////////////////////////////////////////  TP Stop for 37.340  /////////////////////////////////////////////////////////////////////////
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