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1 Introduction

This paper provides the stage 3 TP for TS38.423 based on the following CB#60 in RAN3#AH-1801

 CB: # 60_SUL_info_Xn

- make optional instead of conditional?

- adopt same signaling realization as X2

- align with outcome of CB 18 on X2

(SS)

Rev in R3-180607
Text Proposal for TS38.423 
---------------------------- Start of 1st TP ---------------------------
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

M-NG-RAN node
Master NG-RAN node

S-NG-RAN node

Secondary NG-RAN node
SUL                              Supplementary Uplink
---------------------------- End of 1st TP ---------------------------
---------------------------- Start of 2nd TP ---------------------------
9.2.x
 Served Cell Information NR
This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	–

	Cell ID
	M
	
	<reference>
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	<reference>
	
	–
	–

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL ARFCN
	M
	
	<reference>
	
	–
	–

	>>>DL ARFCN
	M
	
	<reference>
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	<reference>
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	<reference>
	
	–
	–

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	–

	>>>ARFCN
	M
	
	<reference>
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	<reference>
	
	–
	–

	SUL Information 
	O
	
	9.2.y
	
	
	


9.2.y
SUL Information
This IE provides information about the SUL carrier.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SUL ARFCN
	M
	
	NR ARFCN

9.2.z1
	

	SUL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.z2
	


9.2.z1 
NR ARFCN

The NR Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD or for SUL carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0.. 65535)
	This IE may be refined


9.2.z2 
Transmission Bandwidth
The Transmission Bandwidth IE is used to indicate the UL or DL transmission bandwidth. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmission Bandwidth
	M
	
	INTEGER (0..65535)
	This IE may be refined


---------------------------- End of 2nd TP ---------------------------
