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1 Description
CB: # 24_UP_EncapsulationHeader

- A new unified container is defined in a separate RAN3 specification, and it is sent as a separate GTP extension header?
- Should 5GS container be put in first place among the multiple GTP-U extension headers in NG-U? (clarify the need for this)

- WF

- LS to CT4?

(Nok)

WF R3-180556
Point 1: handling of container

During the offline discussions, the following versions of solution were compared:
Version 1:  
1/ a new unified container will be defined in a RAN3 specification and sent as a separate GTP extension header.

2/ the new RAN3 specification will be TS 38.415, should be added to NR WID at next RAN Plenary by the rapporteur of NR WI and will have Nokia as specification rapporteur.

3/ This new unified container is expected to be used over the N3, Xn and N9 interfaces.

4/ the name of the new RAN3 specification will be PDU Session User Plane protocol ?

5/ inform CT4 through LS out in R3-180567.
Version 2: 
1/ It is agreed that one GTP-U header extension (NR RAN Container) should be defined for NG UP protocol.
2/ The QFI/RQI etc. info will be defined as a new PDU type, in addition to the existing PDU type defined in TS 38.425.
3/ TS 38.425, “NR user plane protocol” will be updated to include the new PDU type.
4/ Inform CT4 of the decision.
During the offline, version 1 was preferred.

Proposed conclusion: it is proposed to agree version 1 and proceed by sending the LS in R3-180567 to CT4 to inform of RAN3 decision.

Point 2: position of container

There was little time to discuss this point and no conclusion on this point. This is postponed to next meeting.
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