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1   Description
The S-NSSAI is currently included in Handover Required.

However, a decision was taken at RAN3#99 that the AMF will memorize the S-NSSAI associated with PDU sessions. Consequently S-NSSAI had been removed from a couple of NGAP messages. Tdoc [3] for example can be consulted for reference.
For the same reasons, it would be logical to also have it removed from the Handover Required message. Indeed, when the AMF receives this message, the UE is already CM-connected with ongoing PDU sessions and the AMF should have memorized the associated S-NSSAIs.
Proposal: remove the S-NSSAI per PDU session from the Handover Required message.

2   Conclusion and proposal
This paper has recalled about previous decision regarding knowledge of S-NSSAI associated with PDU sessions in the AMF and concluded with following proposal:

Proposal: remove the S-NSSAI per PDU session from the Handover Required message.
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Text Proposal for TS 38.413
9.2.3.1
HANDOVER REQUIRED

This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	
	
	
	
	
	
	

	>>Handover Required Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Resource Subject to Handover
	M
	
	OCTET STRING
	This IE may need to be refined
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
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-- **************************************************************

--

-- HANDOVER REQUIRED

--

-- **************************************************************

HandoverRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequiredIEs} },


...

}

HandoverRequiredIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-TargetID







CRITICALITY reject
TYPE TargetID









PRESENCE mandatory
}|


{ ID id-DirectForwardingPathAvailability

CRITICALITY ignore
TYPE DirectForwardingPathAvailability


PRESENCE optional

}|


{ ID id-PDUSessionResourceListHORqd



CRITICALITY reject
TYPE PDUSessionResourceListHORqd



PRESENCE mandatory
}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
},


...

}

PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceItemHORqdIEs} }

PDUSessionResourceItemHORqdIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceItemHORqd



CRITICALITY reject 
TYPE PDUSessionResourceItemHORqd



PRESENCE mandatory
},


...

}

PDUSessionResourceItemHORqd ::= SEQUENCE {


pDUSessionID






PDUSessionID,



handoverRequiredTransfer



OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


pDUSessionResourceSubjectToHandover

PDUSessionResourceSubjectToHandover,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************
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