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	Reason for change:
	MeasurementTimingConfiguration is configured per frequency in TS36.331, but it is configured per cell in TS36.423, which is misaligned.

MeasurementTimingConfiguration is an RRC container, so it shall be a message instead of IE.

	
	

	Summary of change:
	  Add semantics description for the Measurement Timing Configuration IE in TS 36.423 to clarify that only the frequency and SMTC configuration of the corresponding cell is included, rather than a list of frequencies and SMTC configurations.
   Change the IE description of Measurement Timing Configuration in TS 36.423 from “IE” to “RRC message”.
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	Other comments:
	


9.2.110
Served NR Cell Information
This IE contains cell configuration information of an NR cell that a neighbour eNB may need for the X2 AP interface.

	IE/Group Name
	PServed NR Cell Informationresence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	–

	Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	Extended-TAC
	M
	
	OCTET STRING(3)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>DL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	–

	>>>ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the   MeasurementTimingConfiguration message defined in TS 38.331 [31]. Only includes the frequency and SMTC configuration corresponding to this cell.
	–
	–

	SUL Information
	O
	
	9.2.123
	
	
	


