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1
Discussion
At RAN3#100 meeting, RAN3 informed CT4 in [1] that RAN3 will update the container structure over NGAP in order to fulfill CT4 request to achieve full transparency of the SM-Info through AMF.

This full transparency requires to follow the following general principles:

Principle 1: There shall be one and only one SMF container in an NGAP successful response. This principle comes from the fact that the AMF will only generate one response message towards the SMF as a reply to one request (see [2], [3]). The AMF shall not need to decode the full NGAP message in order to concatenate several pieces of information in which it is not interested. 

Example: In the current PDU SESSION RESOURCE SETUP RESPONSE message, two SMF containers have been introduced at the message level to enable the PDU split option of several QoS flows belonging to the same PDU session. However, these two containers are targeted at the same SMF for the same PDU session and should therefore be grouped into one single container.  

Principle 2: There shall be one and only SMF container in an NGAP unsuccessful response. This principle comes from the same reason as above, i.e. the AMF needs a failure container in order to determine which failure message to be returned over the N11 interface (see [2], [3]).

Example: Currently, in several NGAP messages such as the PDU SESSION RESOURCE SETUP RESPONSE or the PDU SESSION RESOURCE MODIFY RESPONSE, the Cause IE is at NGAP message level whereas the AMF does not need this information. Moreover, in the absence of an explicit failure container, this Cause IE serves as a failure container which means that without interpreting the Cause IE, the AMF cannot guess which failure message it needs to generate over the N11 interface. By introducing an explicit PDU Session Setup Failure Transfer IE in the incoming NGAP message, the AMF can immediately determine which N11 message to send to the SMF e.g. it knows this is the reply to earlier PDU SESSION RESOURCE SETUP REQUEST message. 

Principle 3: The container handling shall take into account the previous RAN3 agreement that for simplification the release will always be successful.

Example: The PDU SESSION RESOURCE RELEASE RESPONSE message does not need to include an SMF container. This is because one assumes that no N11 message needs to be sent back to the SMF to validate the release action. 

Principle 4: The User Location Information is information which is to be seen by the AMF. When the SMF needs it, the AMF will piggyback it into the related N11 message sent to the SMF.

Example: In the PDU SESSION RESOURCE MODIFY RESPONSE or the PDU SESSION RESOURCE MODIFY messages, the User Location Information has been kept at the message level, whereas it could have been integrated into the SMF container (given that according to principles 1, 2 and 3 above there is always one container included in NGAP response messages except the NGAP release response). 

2
Conclusion
Based on the above, the following is proposed:
Proposal 1: Agree on the four principles above to specify an SMF container structure for full AMF transparency.

Proposal 2: Agree to the TP in the Appendix implementing the above principles.

The naming convention for SMF IEs is generally as follows (with a few exceptions):

· [Message Name] Transfer IE: for initiation message and response message (successful outcome)

· [Procedure Name] Unsuccessful Transfer IE: for response message (unsuccessful outcome, i.e. failure/release)
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Start of Text Proposal for TS 38.413
9.2.1
PDU Session Management Messages

9.2.1.1
PDU SESSION RESOURCE SETUP REQUEST

This message is sent by the AMF and is used to request the NG-RAN node to assign resources on Uu and NG-U for one or several PDU session resources.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.2
PDU SESSION RESOURCE SETUP RESPONSE

This message is sent by the NG-RAN node as a response to the request to assign resources on Uu and NG-U for one or several PDU session resources. 

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Setup Response List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Setup Response Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Response Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Response Transfer IE specified in subclause 9.3.4.2.
	-
	

	
	
	
	
	

	
	

	PDU Session Resource Failed to Setup List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Unsuccessful Transfer IE specified in subclause 9.3.4.x1.
	-
	

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU session resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O
	
	9.3.3.15
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	PDU Session Resource to Release List
	
	1
	

	
	YES
	ignore

	>PDU Session Resource to Release Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Release Command Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Release Command Transfer IE specified in subclause 9.3.4.x2.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.4
PDU SESSION RESOURCE RELEASE RESPONSE

This message is sent by the NG-RAN node as a response to the request to release already established PDU session resources for a given UE.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.5
PDU SESSION RESOURCE MODIFY REQUEST

This message is sent by the AMF and is used to request the NG-RAN node to enable modifications of already established PDU session resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	PDU Session Resource Modify Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>PDU Session Resource Modify Request Transfer 
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Request Transfer IE specified in subclause 9.3.4.3.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.6
PDU SESSION RESOURCE MODIFY RESPONSE

This message is sent by the NG-RAN node and is used to report the outcome of the request from the PDU SESSION RESOURCE MODIFY REQUEST message.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Modify Response List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Modify Response Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Modify Response Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Response Transfer IE specified in subclause 9.3.4.4.
	-
	

	PDU Session Resource Failed to Modify List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Failed to Modify Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Modify Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Unsuccessful Transfer IE specified in subclause 9.3.4.x3.
	-
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.7
PDU SESSION RESOURCE NOTIFY

This message is sent by the NG-RAN node to notify that the already established QoS flow(s) or PDU session resource(s) for a given UE are released or not fulfilled anymore or fulfilled again by the NG-RAN node.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Notify List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Notify Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Notify Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Notify Transfer IE specified in subclause 9.3.4.5.
	-
	

	PDU Session Resource Released List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Released Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Notify Released Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Notify Released Transfer IE specified in subclause 9.3.4.x4.
	-
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.8
PDU SESSION RESOURCE MODIFY INDICATION

This message is sent by the NG-RAN node and is used to request the AMF to enable modifications of already established PDU session resources for a given UE.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Modify Indication List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Indication Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Modify Indication Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Indication Transfer IE specified in subclause 9.3.4.6.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.1.9
PDU SESSION RESOURCE MODIFY CONFIRM

This message is sent by the AMF and is used to confirm the outcome of the request from the PDU SESSION RESOURCE MODIFY INDICATION message.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Modify Confirm List
	
	1
	
	
	YES
	ignore

	>PDU Session Resource Modify Confirm Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Modify Confirm Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Confirm Transfer IE specified in subclause 9.3.4.7.
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


Next Change
9.2.2.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.22
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	ignore

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.


9.2.2.2

INITIAL CONTEXT SETUP RESPONSE

This message is sent by the NG-RAN node to confirm the setup of a UE context.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Setup Response List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Setup Response Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Response Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Response Transfer IE specified in subclause 9.3.4.2.
	-
	

	
	
	
	
	

	
	

	PDU Session Resource Failed to Setup List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Unsuccessful Transfer IE specified in subclause 9.3.4.x1.
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


Next Change
9.2.3.1
HANDOVER REQUIRED

This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>Handover Required Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Resource Subject to Handover
	M
	
	OCTET STRING
	This IE may need to be refined
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.2
HANDOVER COMMAND

This message is sent by the AMF to inform the source NG-RAN node that resources for the handover have been prepared at the target side.

Direction: AMF( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	PDU Session Resource Subject to Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Subject to Forwarding Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Command Transfer
	O
	
	OCTET STRING
	Containing the Handover Command Transfer IE specified in subclause 9.3.4.10.
	-
	

	PDU Session Resource to Release List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource to Release Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Preparation Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Handover Preparation Unsuccessful Transfer IE specified in subclause 9.3.4.x5.
	-
	

	Target to Source Transparent Container
	M
	
	9.3.1.21
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.3
HANDOVER PREPARATION FAILURE

This message is sent by the AMF to inform the source NG-RAN node that the Handover Preparation has failed.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	KAMF Change Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	NAS Container (NASC) as specified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.5
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target NG-RAN node to inform the AMF about the prepared resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	Allocated at the target NG-RAN node.
	YES
	ignore

	PDU Session Resource Admitted List
	
	1
	
	
	YES
	ignore

	>PDU Session Resource Admitted Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Handover Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Handover Request Acknowledge Transfer IE specified in subclause 9.3.4.11.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Resource Allocation Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Handover Resource Allocation Unsuccessful Transfer IE specified in subclause 9.3.4.x6.
	-
	

	Target to Source Transparent Container
	M
	
	9.3.1.21
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.6
HANDOVER FAILURE

This message is sent by the target NG-RAN node to inform the AMF that the preparation of resources has failed.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.3.7
HANDOVER NOTIFY

This message is sent by the target NG-RAN node to inform the AMF that the UE has been identified in the target cell and the handover has been completed.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	ignore


9.2.3.8
PATH SWITCH REQUEST

This message is sent by the NG-RAN node to inform the AMF of the new serving NG-RAN node and to transfer some NG-U DL tunnel termination point(s) to the SMF via the AMF for one or multiple PDU session resources.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Source AMF UE NGAP ID
	M
	
	AMF UE NGAP ID

9.3.3.1
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	ignore

	PDU Session Resource to be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to be Switched in Downlink Item IEs
	
	1..<maxnoofPDUSessions> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Transfer IE specified in subclause 9.3.4.8.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Unsuccessful Transfer IE specified in subclause 9.3.4.x1.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

This message is sent by the AMF to inform the NG-RAN node that the path switch has been successfully completed in the 5GC.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	KAMF Change Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	PDU Session Resource to be Switched in Uplink List
	
	0..1 
	
	
	YES
	ignore

	>PDU Session Resource to be Switched in Uplink Item IEs
	
	1..<maxnoofPDUSessions> 
	
	
	EACH
	ignore

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Acknowledge Transfer IE specified in subclause 9.3.4.9.
	-
	

	PDU Session Resource Released List
	
	0..1
	

	
	YES
	ignore

	>PDU Session Resource Released Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Unsuccessful Transfer IE specified in subclause 9.3.4.x7.
	-
	

	RRC Inactive Assistance Information 
	O
	
	9.3.1.15
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


Next Change
9.3.1
Radio Network Layer Related IEs
[Unchanged text skipped]

9.3.1.11
Void

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	

	
	


Next Change
9.3.2
Transport Network Layer Related IEs
9.3.2.1
UP TNL Information
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice UP TNL Information
	M
	
	
	

	>Single TNL Info
	
	
	
	

	>>UP Transport Layer Information
	M
	
	9.3.2.2
	

	>Multiple TNL Info
	
	
	
	

	>>TNL Information List
	
	1
	
	

	>>>TNL Information Item IEs 
	
	1..<maxnoofMultiConnectivities>
	
	

	>>>>TNL to QoS Flow Mapping
	M
	
	9.3.2.x
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Range bound
	Explanation

	maxnoofMultiConnectivities
	Maximum no. of connectivity allowed for a UE. Value is 8. The current version of the specification supports up to 2 connectivity.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


[Unchanged text skipped]
9.3.2.x
TNL to QoS Flow Mapping
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UP Transport Layer Information
	M
	
	9.3.2.2
	

	Associated QoS Flow List
	
	1
	
	

	>Associated QoS Flow Item IEs
	
	1..<maxnoofQoSFlows>
	
	

	>>QoS Flow Indicator
	M
	
	9.3.1.51
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.3.4
SMF Related IEs

[Unchanged text skipped]

9.3.4.2
PDU Session Resource Setup Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	

	

	Security Result
	O
	
	9.3.1.59
	

	TNL to QoS Flow Mapping
	M
	
	9.3.2.x
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Additional TNL to QoS Flow Mapping
	O
	
	TNL to QoS Flow Mapping
9.3.2.x
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List

9.3.1.13
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


[Unchanged text skipped]
9.3.4.x1
PDU Session Resource Setup Unsuccessful Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x2
PDU Session Resource Release Command Transfer
This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x3
PDU Session Resource Modify Unsuccessful Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x4
PDU Session Resource Notify Released Transfer
This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x5
Handover Preparation Unsuccessful Transfer
This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x6
Handover Resource Allocation Unsuccessful Transfer
This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


9.3.4.x7
Patch Switch Request Unsuccessful Transfer
This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	


Next Change
9.4
Message and Information Element Abstract Syntax (with ASN.1)

[Unchanged text skipped]

9.4.2
Usage of private message mechanism for non-standard use

The private message mechanism for non-standard use may be used:

-
for special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e., the functionality required for a complete and high-quality specification in order to guarantee multivendor interoperability;

-
by vendors for research purposes, e.g., to implement and evaluate new algorithms/features before such features are proposed for standardisation.

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.

 [Unchanged text skipped]

9.4.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,

CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EUTRA-CGI,

FiveG-S-TMSI,

GlobalRANNodeID,


GUAMI,

HandoverCommandTransfer,


HandoverRequestAcknowledgeTransfer,

HandoverType,

IMSVoiceSupportIndicator,

IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


KamfChangeInd,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,

PagingDRX,


PagingOrigin,


PagingPriority,


PathSwitchRequestAcknowledgeTransfer,

PathSwitchRequestTransfer,


PDUSessionID,



PDUSessionResourceModifyConfirmTransfer,


PDUSessionResourceModifyIndicationTransfer,


PDUSessionResourceModifyRequestTransfer,


PDUSessionResourceModifyResponseTransfer,


PDUSessionResourceNotifyTransfer,


PDUSessionResourceSetupRequestTransfer,


PDUSessionResourceSetupResponseTransfer,


PDUSessionResourceSubjectToHandover,


PLMNSupportList,

PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,

RANStatusTransfer-TransparentContainer,

RAN-UE-NGAP-ID,


RelativeAMFCapacity,


RepetitionPeriod,


RoutingID,

RRCEstablishmentCause,

RRCInactiveAssistanceInformation,

SecurityContext,

SecurityKey,


SerialNumber,

ServedGUAMIList,

SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,

SupportedTAList,

TAI,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,

TimeStamp,

TimeToWait,

TNLAssociationList,


TNLAssociationUsage,


TNLAssociationWeightFactor,

TraceActivation,


TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-ConnectionItem,

UEContextRequest,


UEIdentityIndexValue,

UE-NGAP-IDs,

UEPagingIdentity,


UEPresenceInAreaOfInterestList,

UERadioCapability,

UERadioCapabilityForPaging,

UESecurityCapabilities,

UnavailableGUAMIList,

UserLocationInformation,


WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFSetID,

id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupItem,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddItem,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveItem,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateItem,

id-AMF-TNLAssociationToUpdateList,

id-AMF-UE-NGAP-ID,

id-AssistanceDataForPaging,

id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-ConcurrentWarningMessageInd,


id-CriticalityDiagnostics,


id-DataCodingScheme,

id-DefaultPagingDRX,

id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-EUTRA-CGI,

id-FiveG-S-TMSI,

id-GlobalRANNodeID,


id-GUAMI,


id-HandoverType,

id-IMSVoiceSupportIndicator,

id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-KamfChangeInd,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,

id-NASC,

id-NewAMF-UE-NGAP-ID,


id-NGAP-Message,


id-NGRAN-CGI,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,

id-OldAMF,


id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,

id-PDUSessionResourceAdmittedItem,

id-PDUSessionResourceAdmittedList,

id-PDUSessionResourceFailedToModifyItemModRes,

id-PDUSessionResourceFailedToModifyListModRes,

id-PDUSessionResourceFailedToSetupItemCxtRes,

id-PDUSessionResourceFailedToSetupItemHOAck,

id-PDUSessionResourceFailedToSetupItemPSReq,

id-PDUSessionResourceFailedToSetupItemSURes,

id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceItemHORqd,


id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyItemModCfm,


id-PDUSessionResourceModifyItemModInd,


id-PDUSessionResourceModifyItemModReq,


id-PDUSessionResourceModifyItemModRes,


id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyItem,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedItemNot,


id-PDUSessionResourceReleasedItemPSAck,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceSetupItemCxtReq,


id-PDUSessionResourceSetupItemCxtRes,


id-PDUSessionResourceSetupItemHOReq,


id-PDUSessionResourceSetupItemSUReq,


id-PDUSessionResourceSetupItemSURes,


id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSubjectToForwardingItem,

id-PDUSessionResourceSubjectToForwardingList,


id-PDUSessionResourceToBeSwitchedDLItem,


id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToBeSwitchedULItem,


id-PDUSessionResourceToBeSwitchedULList,

id-PDUSessionResourceToReleaseItemHOCmd,

id-PDUSessionResourceToReleaseItemRelCmd,

id-PDUSessionResourceToReleaseListHOCmd,

id-PDUSessionResourceToReleaseListRelCmd,

id-PLMNSupportList,

id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,

id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,

id-RRCEstablishmentCause,

id-RRCInactiveAssistanceInformation,

id-SecurityContext,

id-SecurityKey,


id-SerialNumber,

id-ServedGUAMIList,

id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,

id-SupportedTAList,

id-TAI,

id-TAIItem,


id-TAIList,

id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,

id-TimeStamp,

id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-ConnectionItem,

id-UE-associatedLogicalNG-ConnectionListResAck,

id-UEContextRequest,

id-UEIdentityIndexValue,

id-UE-NGAP-IDs,

id-UEPagingIdentity,

id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,

id-UERadioCapabilityForPaging,

id-UESecurityCapabilities,

id-UnavailableGUAMIList,

id-UserLocationInformation,


id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType,


maxnoofNGConnectionsToReset,


maxnoofTAIs,

maxnoofTNLAssociations,

maxnoofPDUSessions

FROM NGAP-Constants;
-- **************************************************************

--

-- PDU SESSION MANAGEMENT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- PDU Session Resource Setup Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE SETUP REQUEST

--

-- **************************************************************

PDUSessionResourceSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceSetupRequestIEs} },


...

}

PDUSessionResourceSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RANPagingPriority





CRITICALITY ignore
TYPE RANPagingPriority






PRESENCE optional

}|


{ ID id-NAS-PDU








CRITICALITY reject
TYPE NAS-PDU








PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListSUReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListSUReq

PRESENCE mandatory
},


...

}

PDUSessionResourceSetupListSUReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemSUReqIEs} }

PDUSessionResourceSetupItemSUReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemSUReq
 
CRITICALITY reject 
TYPE PDUSessionResourceSetupItemSUReq 
PRESENCE mandatory
},


...

}

PDUSessionResourceSetupItemSUReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionNAS-PDU






NAS-PDU











OPTIONAL,


s-NSSAI









S-NSSAI,


pDUSessionResourceSetupRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemSUReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemSUReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU SESSION RESOURCE SETUP RESPONSE

--

-- **************************************************************

PDUSessionResourceSetupResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceSetupResponseIEs} },


...

}

PDUSessionResourceSetupResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY ignore
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSetupListSURes

CRITICALITY ignore
TYPE PDUSessionResourceSetupListSURes

PRESENCE optional

}|


{ ID id-PDUSessionResourceFailedToSetupListSURes

CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListSURes







PRESENCE optional

}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics




PRESENCE optional

},


...


}

PDUSessionResourceSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemSUResIEs} }

PDUSessionResourceSetupItemSUResIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemSURes
 
CRITICALITY ignore 
TYPE PDUSessionResourceSetupItemSURes

PRESENCE mandatory
},


...

}

PDUSessionResourceSetupItemSURes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupResponseTransfer




OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),



iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceSetupItemSURes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceFailedToSetupItemSUResIEs} }

PDUSessionResourceFailedToSetupItemSUResIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceFailedToSetupItemSURes
 
CRITICALITY ignore 
TYPE PDUSessionResourceFailedToSetupItemSURes

PRESENCE mandatory
},


...

}

PDUSessionResourceFailedToSetupItemSURes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer


OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemSURes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU Session Resource Release Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE RELEASE COMMAND

--

-- **************************************************************

PDUSessionResourceReleaseCommand ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceReleaseCommandIEs} },


...

}

PDUSessionResourceReleaseCommandIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID





CRITICALITY reject
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID





CRITICALITY reject
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RANPagingPriority




CRITICALITY ignore
TYPE RANPagingPriority


PRESENCE optional

}|


{ ID id-NAS-PDU







CRITICALITY ignore
TYPE NAS-PDU




PRESENCE optional

}|


{ ID id-PDUSessionResourceToReleaseListRelCmd

CRITICALITY ignore
TYPE PDUSessionResourceToReleaseListRelCmd



PRESENCE mandatory
},


...

}
PDUSessionResourceToReleaseListRelCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceToReleaseItemRelCmdIEs} }

PDUSessionResourceToReleaseItemRelCmdIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceToReleaseItemRelCmd
 
CRITICALITY ignore 
TYPE PDUSessionResourceToReleaseItemRelCmd

PRESENCE mandatory
},


...

}

PDUSessionResourceToReleaseItemRelCmd ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceReleaseCommandTransfer



OCTET STRING (CONTAINING PDUSessionResourceReleaseCommandTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemRelCmd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToReleaseItemRelCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- PDU SESSION RESOURCE RELEASE RESPONSE

--

-- **************************************************************

PDUSessionResourceReleaseResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceReleaseResponseIEs} },


...

}

PDUSessionResourceReleaseResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-UserLocationInformation

CRITICALITY ignore
TYPE UserLocationInformation

PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************

--

-- PDU Session Resource Modify Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE MODIFY REQUEST

--

-- **************************************************************

PDUSessionResourceModifyRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyRequestIEs} },


...

}

PDUSessionResourceModifyRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RANPagingPriority





CRITICALITY ignore
TYPE RANPagingPriority






PRESENCE optional

}|


{ ID id-PDUSessionResourceModifyListModReq

CRITICALITY reject
TYPE PDUSessionResourceModifyListModReq
PRESENCE mandatory
},


...

}

PDUSessionResourceModifyListModReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceModifyItemModReqIEs} }

PDUSessionResourceModifyItemModReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceModifyItemModReq

CRITICALITY reject 
TYPE PDUSessionResourceModifyItemModReq
PRESENCE mandatory
},


...

}

PDUSessionResourceModifyItemModReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


nAS-PDU









NAS-PDU












OPTIONAL,


pDUSessionResourceModifyRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU SESSION RESOURCE MODIFY RESPONSE

--

-- **************************************************************

PDUSessionResourceModifyResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyResponseIEs} },


...

}

PDUSessionResourceModifyResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID








CRITICALITY ignore
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID








CRITICALITY ignore
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-PDUSessionResourceModifyListModRes



CRITICALITY ignore
TYPE PDUSessionResourceModifyListModRes
PRESENCE optional

}|


{ ID id-PDUSessionResourceFailedToModifyListModRes

CRITICALITY ignore
TYPE PDUSessionResourceFailedToModifyListModRes







PRESENCE optional

}|

{ ID id-UserLocationInformation






CRITICALITY ignore
TYPE UserLocationInformation




PRESENCE optional

}|

{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics




PRESENCE optional

},


...

}

PDUSessionResourceModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceModifyItemModResIEs} }

PDUSessionResourceModifyItemModResIEs 
NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceModifyItemModRes



CRITICALITY ignore
TYPE PDUSessionResourceModifyItemModRes
PRESENCE mandatory
},


...

}

PDUSessionResourceModifyItemModRes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceModifyResponseTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceFailedToModifyItemModResIEs} }

PDUSessionResourceFailedToModifyItemModResIEs 
NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceFailedToModifyItemModRes



CRITICALITY ignore
TYPE PDUSessionResourceFailedToModifyItemModRes
PRESENCE mandatory
},


...

}

PDUSessionResourceFailedToModifyItemModRes ::= SEQUENCE {


pDUSessionID









PDUSessionID,


pDUSessionResourceModifyUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToModifyItemModRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU Session Resource Notify Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE NOTIFY
--

-- **************************************************************

PDUSessionResourceNotify ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceNotifyIEs} },


...

}

PDUSessionResourceNotifyIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID





CRITICALITY reject
TYPE AMF-UE-NGAP-ID






PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID





CRITICALITY reject
TYPE RAN-UE-NGAP-ID






PRESENCE mandatory
}|


{ ID id-PDUSessionResourceNotifyList

CRITICALITY reject
TYPE PDUSessionResourceNotifyList

PRESENCE optional

}|


{ ID id-PDUSessionResourceReleasedListNot

CRITICALITY ignore
TYPE PDUSessionResourceReleasedListNot






PRESENCE optional

}|

{ ID id-UserLocationInformation



CRITICALITY ignore
TYPE UserLocationInformation



PRESENCE optional

},


...

}

PDUSessionResourceNotifyList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceNotifyItemIEs} }

PDUSessionResourceNotifyItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceNotifyItem

CRITICALITY reject 
TYPE PDUSessionResourceNotifyItem

PRESENCE mandatory
},


...

}

PDUSessionResourceNotifyItem ::= SEQUENCE {


pDUSessionID





PDUSessionID,


pDUSessionResourceNotifyTransfer
OCTET STRING (CONTAINING PDUSessionResourceNotifyTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListNot ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceReleasedItemNotIEs} }

PDUSessionResourceReleasedItemNotIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceReleasedItemNot

CRITICALITY ignore 
TYPE PDUSessionResourceReleasedItemNot

PRESENCE mandatory
},


...

}

PDUSessionResourceReleasedItemNot ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceNotifyReleasedTransfer

OCTET STRING (CONTAINING PDUSessionResourceNotifyReleasedTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemNot-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemNot-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU Session Resource Modify Indication Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE MODIFY INDICATION

--

-- **************************************************************

PDUSessionResourceModifyIndication ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyIndicationIEs} },


...

}

PDUSessionResourceModifyIndicationIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-PDUSessionResourceModifyListModInd

CRITICALITY reject
TYPE PDUSessionResourceModifyListModInd

PRESENCE mandatory
},


...

}

PDUSessionResourceModifyListModInd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceModifyItemModIndIEs} }

PDUSessionResourceModifyItemModIndIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceModifyItemModInd

CRITICALITY reject 
TYPE PDUSessionResourceModifyItemModInd

PRESENCE mandatory
},


...

}

PDUSessionResourceModifyItemModInd ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceModifyIndicationTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModInd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModInd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PDU SESSION RESOURCE MODIFY CONFIRM

--

-- **************************************************************

PDUSessionResourceModifyConfirm ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyConfirmIEs} },


...

}

PDUSessionResourceModifyConfirmIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY ignore
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-PDUSessionResourceModifyListModCfm

CRITICALITY ignore
TYPE PDUSessionResourceModifyListModCfm

PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional

},


...

}

PDUSessionResourceModifyListModCfm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceModifyItemModCfmIEs} }

PDUSessionResourceModifyItemModCfmIEs
NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceModifyItemModCfm

CRITICALITY reject 
TYPE PDUSessionResourceModifyItemModCfm

PRESENCE mandatory
},


...

}

PDUSessionResourceModifyItemModCfm ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionResourceModifyConfirmTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyConfirmTransfer),

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModCfm-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModCfm-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UE CONTEXT MANAGEMENT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- Initial Context Setup Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- INITIAL CONTEXT SETUP REQUEST

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-OldAMF








CRITICALITY reject
TYPE AMFName










PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate





PRESENCE conditional
}|


{ ID id-RRCInactiveAssistanceInformation

CRITICALITY ignore
TYPE RRCInactiveAssistanceInformation



PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI











PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSetupListCxtReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListCxtReq


PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY ignore
TYPE AllowedNSSAI









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE mandatory
}|


{ ID id-SecurityKey







CRITICALITY reject
TYPE SecurityKey









PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional

}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList






PRESENCE optional

}|


{ ID id-UERadioCapability





CRITICALITY ignore
TYPE UERadioCapability








PRESENCE optional

}|


{ ID id-IndexToRFSP







CRITICALITY ignore
TYPE IndexToRFSP









PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional

}|


{ ID id-NAS-PDU








CRITICALITY ignore
TYPE NAS-PDU










PRESENCE optional

}|


{ ID id-EmergencyFallbackIndicator



CRITICALITY reject
TYPE EmergencyFallbackIndicator





PRESENCE optional

},


...

}

PDUSessionResourceSetupListCxtReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemCxtReqIEs} }

PDUSessionResourceSetupItemCxtReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemCxtReq

CRITICALITY reject 
TYPE PDUSessionResourceSetupItemCxtReq


PRESENCE mandatory
},


...

}

PDUSessionResourceSetupItemCxtReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


nAS-PDU









NAS-PDU











OPTIONAL,


s-NSSAI









S-NSSAI,


pDUSessionResourceSetupRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemCxtReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- INITIAL CONTEXT SETUP RESPONSE

--

-- **************************************************************

InitialContextSetupResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialContextSetupResponseIEs} },


...

}

InitialContextSetupResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY ignore
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSetupListCxtRes

CRITICALITY ignore
TYPE PDUSessionResourceSetupListCxtRes

PRESENCE optional

}|


{ ID id-PDUSessionResourceFailedToSetupListCxtRes

CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListCxtRes








PRESENCE optional

}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional

},


...

}

PDUSessionResourceSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemCxtResIEs} }

PDUSessionResourceSetupItemCxtResIEs 
NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemCxtRes
 CRITICALITY ignore 
TYPE PDUSessionResourceSetupItemCxtRes 
PRESENCE mandatory },


...

}

PDUSessionResourceSetupItemCxtRes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupResponseTransfer




OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),



iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceFailedToSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceFailedToSetupItemCxtResIEs} }

PDUSessionResourceFailedToSetupItemCxtResIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceFailedToSetupItemCxtRes
 
CRITICALITY ignore 
TYPE PDUSessionResourceFailedToSetupItemCxtRes

PRESENCE mandatory
},


...

}

PDUSessionResourceFailedToSetupItemCxtRes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer


OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- INITIAL CONTEXT SETUP FAILURE

--

-- **************************************************************

InitialContextSetupFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialContextSetupFailureIEs} },


...

}

InitialContextSetupFailureIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE Context Release Request Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT RELEASE REQUEST
--

-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextReleaseRequest-IEs} },


...

}

UEContextReleaseRequest-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID

CRITICALITY reject
TYPE AMF-UE-NGAP-ID

PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID

CRITICALITY reject
TYPE RAN-UE-NGAP-ID

PRESENCE mandatory
}|


{ ID id-Cause



CRITICALITY ignore
TYPE Cause



PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- UE Context Release Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT RELEASE COMMAND

--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextReleaseCommand-IEs} },


...

}

UEContextReleaseCommand-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-UE-NGAP-IDs



CRITICALITY reject
TYPE UE-NGAP-IDs


PRESENCE mandatory
}|


{ ID id-RANPagingPriority

CRITICALITY ignore
TYPE RANPagingPriority

PRESENCE optional
}|


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- UE CONTEXT RELEASE COMPLETE

--

-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextReleaseComplete-IEs} },


...

}

UEContextReleaseComplete-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-UserLocationInformation





CRITICALITY ignore
TYPE UserLocationInformation






PRESENCE optional

}|


{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging
CRITICALITY ignore
TYPE InfoOnRecommendedCellsAndRANNodesForPaging
PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE Context Modification Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RANPagingPriority





CRITICALITY ignore
TYPE RANPagingPriority






PRESENCE optional

}|


{ ID id-SecurityKey







CRITICALITY reject
TYPE SecurityKey







PRESENCE optional

}|


{ ID id-IndexToRFSP







CRITICALITY ignore
TYPE IndexToRFSP







PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY ignore
TYPE UEAggregateMaximumBitRate



PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities




PRESENCE optional

}|


{ ID id-RRCInactiveAssistanceInformation

CRITICALITY ignore
TYPE RRCInactiveAssistanceInformation

PRESENCE optional

}|


{ ID id-EmergencyFallbackIndicator



CRITICALITY reject
TYPE EmergencyFallbackIndicator



PRESENCE optional

}|


{ ID id-NewAMF-UE-NGAP-ID





CRITICALITY ignore
TYPE AMF-UE-NGAP-ID







PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

-- **************************************************************

--

-- UE CONTEXT MODIFICATION FAILURE

--

-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextModificationFailureIEs} },


...

}

UEContextModificationFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}
-- **************************************************************

--

-- UE MOBILITY MANAGEMENT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- Handover Preparation Elementary Procedure
--

-- **************************************************************

-- **************************************************************

--

-- HANDOVER REQUIRED

--

-- **************************************************************

HandoverRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequiredIEs} },


...

}

HandoverRequiredIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-TargetID







CRITICALITY reject
TYPE TargetID









PRESENCE mandatory
}|


{ ID id-DirectForwardingPathAvailability

CRITICALITY ignore
TYPE DirectForwardingPathAvailability


PRESENCE optional

}|


{ ID id-PDUSessionResourceListHORqd



CRITICALITY reject
TYPE PDUSessionResourceListHORqd



PRESENCE mandatory
}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
},


...

}

PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceItemHORqdIEs} }

PDUSessionResourceItemHORqdIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceItemHORqd



CRITICALITY reject 
TYPE PDUSessionResourceItemHORqd



PRESENCE mandatory
},


...

}

PDUSessionResourceItemHORqd ::= SEQUENCE {


pDUSessionID






PDUSessionID,


s-NSSAI








S-NSSAI,


handoverRequiredTransfer



OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


pDUSessionResourceSubjectToHandover

PDUSessionResourceSubjectToHandover,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HANDOVER COMMAND

--

-- **************************************************************

HandoverCommand ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverCommandIEs} },


...

}

HandoverCommandIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID







CRITICALITY reject
TYPE AMF-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY reject
TYPE RAN-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-HandoverType







CRITICALITY reject
TYPE HandoverType










PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSubjectToForwardingList
CRITICALITY ignore
TYPE PDUSessionResourceSubjectToForwardingList
PRESENCE optional

}|


{ ID id-PDUSessionResourceToReleaseListHOCmd



CRITICALITY ignore
TYPE PDUSessionResourceToReleaseListHOCmd










PRESENCE optional

}|


{ ID id-TargetToSource-TransparentContainer


CRITICALITY reject
TYPE TargetToSource-TransparentContainer


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

PDUSessionResourceSubjectToForwardingList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSubjectToForwardingItemIEs} }

PDUSessionResourceSubjectToForwardingItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSubjectToForwardingItem
 CRITICALITY reject TYPE PDUSessionResourceSubjectToForwardingItem 
PRESENCE mandatory
},


...

}

PDUSessionResourceSubjectToForwardingItem ::= SEQUENCE {


pDUSessionID





PDUSessionID,


handoverCommandTransfer



OCTET STRING (CONTAINING HandoverCommandTransfer)





OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSubjectToForwardingItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSubjectToForwardingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceToReleaseListHOCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceToReleaseItemHOCmdIEs} }

PDUSessionResourceToReleaseItemHOCmdIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceToReleaseItemHOCmd
 
CRITICALITY ignore 
TYPE PDUSessionResourceToReleaseItemHOCmd

PRESENCE mandatory
},


...

}

PDUSessionResourceToReleaseItemHOCmd ::= SEQUENCE {


pDUSessionID










PDUSessionID,


handoverPreparationUnsuccessfulTransfer



OCTET STRING (CONTAINING HandoverPreparationUnsuccessfulTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemHOCmd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToReleaseItemHOCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- HANDOVER PREPARATION FAILURE

--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverPreparationFailureIEs} },


...

}

HandoverPreparationFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

-- **************************************************************

--

-- Handover Resource Allocation Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequestIEs} },


...

}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory
}|


{ ID id-RRCInactiveAssistanceInformation

CRITICALITY ignore
TYPE RRCInactiveAssistanceInformation


PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE mandatory
}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext







PRESENCE mandatory
}|


{ ID id-KamfChangeInd






CRITICALITY reject
TYPE KamfChangeInd








PRESENCE optional

}|

{ ID id-NASC








CRITICALITY reject
TYPE NAS-PDU









PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListHOReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListHOReq


PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional

}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList





PRESENCE optional

}|

{ ID id-LocationReportingRequestType


CRITICALITY ignore
TYPE LocationReportingRequestType



PRESENCE optional

},


...

}

PDUSessionResourceSetupListHOReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemHOReqIEs} }

PDUSessionResourceSetupItemHOReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemHOReq
 
CRITICALITY reject 
TYPE PDUSessionResourceSetupItemHOReq


PRESENCE mandatory
},


...

}

PDUSessionResourceSetupItemHOReq ::= SEQUENCE {


pDUSessionID



PDUSessionID,


s-NSSAI





S-NSSAI,


handoverRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemHOReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemHOReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY ignore
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY ignore
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-PDUSessionResourceAdmittedList


CRITICALITY ignore
TYPE PDUSessionResourceAdmittedList


PRESENCE mandatory
}|


{ ID id-PDUSessionResourceFailedToSetupListHOAck

CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListHOAck








PRESENCE optional

}|


{ ID id-TargetToSource-TransparentContainer

CRITICALITY reject
TYPE TargetToSource-TransparentContainer

PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional

},


...

}

PDUSessionResourceAdmittedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceAdmittedItemIEs} }
PDUSessionResourceAdmittedItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceAdmittedItem


CRITICALITY ignore
TYPE PDUSessionResourceAdmittedItem


PRESENCE mandatory
},


...

}

PDUSessionResourceAdmittedItem ::= SEQUENCE {


pDUSessionID






PDUSessionID,


handoverRequestAcknowledgeTransfer

OCTET STRING (CONTAINING HandoverRequestAcknowledgeTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceAdmittedItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceAdmittedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceFailedToSetupListHOAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceFailedToSetupItemHOAckIEs} }

PDUSessionResourceFailedToSetupItemHOAckIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceFailedToSetupItemHOAck
 
CRITICALITY ignore 
TYPE PDUSessionResourceFailedToSetupItemHOAck

PRESENCE mandatory
},


...

}

PDUSessionResourceFailedToSetupItemHOAck ::= SEQUENCE {


pDUSessionID










PDUSessionID,


handoverResourceAllocationUnsuccessfulTransfer


OCTET STRING (CONTAINING HandoverResourceAllocationUnsuccessfulTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemHOAck-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemHOAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- HANDOVER FAILURE

--

-- **************************************************************

HandoverFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { HandoverFailureIEs} },


...

}

HandoverFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}

-- **************************************************************

--

-- Handover Notification Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- HANDOVER NOTIFY

--

-- **************************************************************

HandoverNotify ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { HandoverNotifyIEs} },


...

}

HandoverNotifyIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY reject
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY reject
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-UserLocationInformation

CRITICALITY ignore
TYPE UserLocationInformation
PRESENCE optional

},


...

}

-- **************************************************************

--

-- Path Switch Request Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- PATH SWITCH REQUEST

--

-- **************************************************************

PathSwitchRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { PathSwitchRequestIEs} },


...

}

PathSwitchRequestIEs NGAP-PROTOCOL-IES ::= {



{ ID id-RAN-UE-NGAP-ID







CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-SourceAMF-UE-NGAP-ID





CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-UserLocationInformation





CRITICALITY ignore
TYPE UserLocationInformation





PRESENCE mandatory
}|

{ ID id-UESecurityCapabilities





CRITICALITY ignore
TYPE UESecurityCapabilities






PRESENCE mandatory
}|

{ ID id-PDUSessionResourceToBeSwitchedDLList

CRITICALITY reject
TYPE PDUSessionResourceToBeSwitchedDLList

PRESENCE mandatory
}|

{ ID id-PDUSessionResourceFailedToSetupListPSReq


CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListPSReq









PRESENCE optional

},

...

}

PDUSessionResourceToBeSwitchedDLList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceToBeSwitchedDLItemIEs} }

PDUSessionResourceToBeSwitchedDLItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceToBeSwitchedDLItem

CRITICALITY reject
TYPE PDUSessionResourceToBeSwitchedDLItem

PRESENCE mandatory
},


...

}

PDUSessionResourceToBeSwitchedDLItem ::= SEQUENCE {


pDUSessionID




PDUSessionID,


pathSwitchRequestTransfer

OCTET STRING (CONTAINING PathSwitchRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { { PDUSessionResourceToBeSwitchedDLItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToBeSwitchedDLItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListPSReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceFailedToSetupItemPSReqIEs} }

PDUSessionResourceFailedToSetupItemPSReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceFailedToSetupItemPSReq
 
CRITICALITY ignore 
TYPE PDUSessionResourceFailedToSetupItemPSReq

PRESENCE mandatory
},


...

}

PDUSessionResourceFailedToSetupItemPSReq ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer


OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions









ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemPSReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemPSReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PATH SWITCH REQUEST ACKNOWLEDGE

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities





CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE optional

}|

{ ID id-SecurityContext







CRITICALITY reject
TYPE SecurityContext








PRESENCE mandatory
}|


{ ID id-KamfChangeInd







CRITICALITY reject
TYPE KamfChangeInd









PRESENCE optional

}|


{ ID id-PDUSessionResourceToBeSwitchedULList

CRITICALITY ignore
TYPE PDUSessionResourceToBeSwitchedULList

PRESENCE optional

}|


{ ID id-PDUSessionResourceReleasedListPSAck



CRITICALITY ignore
TYPE PDUSessionResourceReleasedListPSAck









PRESENCE optional

}|


{ ID id-RRCInactiveAssistanceInformation


CRITICALITY ignore
TYPE RRCInactiveAssistanceInformation


PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

},


...

}

PDUSessionResourceToBeSwitchedULList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceToBeSwitchedULItemIEs} }

PDUSessionResourceToBeSwitchedULItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceToBeSwitchedULItem

CRITICALITY reject
TYPE PDUSessionResourceToBeSwitchedULItem

PRESENCE mandatory
},


...

}

PDUSessionResourceToBeSwitchedULItem ::= SEQUENCE {


pDUSessionID




PDUSessionID,


pathSwitchRequestTransfer

OCTET STRING (CONTAINING PathSwitchRequestAcknowledgeTransfer),


iE-Extensions

ProtocolExtensionContainer { { PDUSessionResourceToBeSwitchedULItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToBeSwitchedULItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListPSAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceReleasedItemPSAckIEs} }

PDUSessionResourceReleasedItemPSAckIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceReleasedItemPSAck

CRITICALITY ignore 
TYPE PDUSessionResourceReleasedItemPSAck

PRESENCE mandatory
},


...

}

PDUSessionResourceReleasedItemPSAck ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pathSwitchRequestUnsuccessfulTransfer

OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSAck-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemPSAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PATH SWITCH REQUEST FAILURE

--

-- **************************************************************

PathSwitchRequestFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { PathSwitchRequestFailureIEs} },


...

}

PathSwitchRequestFailureIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

[Unchanged text skipped]

END
9.4.5
Information Element Definitions
[Unchanged text skipped]
-- H

HandoverCommandTransfer ::= SEQUENCE {


dLForwardingUP-TNLInformation

UPTransportLayerInformation





OPTIONAL,

qosFlowToBeForwardedList


QosFlowToBeForwardedList,


dataForwardingResponseDRBList

DataForwardingResponseDRBList 




OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {HandoverCommandTransfer-ExtIEs} } OPTIONAL,


...

}

HandoverCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
HandoverPreparationUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {HandoverPreparationUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
HandoverPreparationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
HandoverRequestAcknowledgeTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


dLForwardingUP-TNLInformation

UPTransportLayerInformation









OPTIONAL,

securityResult





SecurityResult












OPTIONAL,

qosFlowSetupResponseList


QosFlowSetupResponseListHOReqAck,


qosFlowFailedToSetupList


QosFlowList













OPTIONAL,


dataForwardingResponseDRBList

DataForwardingResponseDRBList








OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {HandoverRequestAcknowledgeTransfer-ExtIEs} } 
OPTIONAL,


...

}

HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
HandoverResourceAllocationUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
MobilityRestrictionList ::= SEQUENCE {


servingPLMN




PLMNIdentity,


equivalentPLMNs



EquivalentPLMNs










OPTIONAL,


rATRestrictions



RATRestrictions










OPTIONAL,


forbiddenAreaInformation
ForbiddenAreaInformation







OPTIONAL, 

serviceAreaInformation

ServiceAreaInformation








OPTIONAL, 


iE-Extensions

ProtocolExtensionContainer { {MobilityRestrictionList-ExtIEs} }
OPTIONAL,


...

}

MobilityRestrictionList-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

HandoverType ::= ENUMERATED {


intra5gs,


fivegs-to-eps,


eps-to-5gs,


...

}
-- I

IMSVoiceSupportIndicator ::= ENUMERATED {


supported,


not-supported,


...

}
IndexToRFSP ::= INTEGER (1..256, ...)

InfoOnRecommendedCellsAndRANNodesForPaging ::= OCTET STRING

-- This IE may need to be refined
IntegrityProtectionIndication ::= ENUMERATED {


required,


preferred,


not-needed,


...

}
IntegrityProtectionResult ::= ENUMERATED {


performed,


not-performed,


...

}
IntendedNumberOfPagingAttempts ::= INTEGER (1..16, ...)

InterfacesToTrace ::= BIT STRING (SIZE(8))
-- J

-- K
KamfChangeInd ::= ENUMERATED {


true,


...

}
-- L

LocationReportingReferenceID ::= INTEGER (1..64, ...)

LocationReportingRequestType ::= SEQUENCE {


eventType 









EventType,

reportArea 









ReportArea,


areaOfInterestList







AreaOfInterestList







OPTIONAL,

locationReportingReferenceIDToBeCancelled

LocationReportingReferenceID




OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {LocationReportingRequestType-ExtIEs} }

OPTIONAL,

...

}

LocationReportingRequestType-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- M

MaskedIMEISV ::= BIT STRING (SIZE(64))

MaximumDataBurstVolume ::= INTEGER (0..63)

-- This IE may need to be refined
MessageIdentifier ::= BIT STRING (SIZE(16))

MICOModeIndication ::= ENUMERATED {


true,


...

}
MultipleTNLInformation ::= SEQUENCE {


tNLInformationList

TNLInformationList,


iE-Extensions

ProtocolExtensionContainer { {MultipleTNLInformation-ExtIEs} }
OPTIONAL,


...

}

MultipleTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- N

N3IWF-ID ::= CHOICE {


n3IWF-ID



BIT STRING (SIZE(16)),


...

}

NAS-PDU ::= OCTET STRING

NextHopChainingCount ::= INTEGER (0..7)

NextPagingAreaScope ::= ENUMERATED {


same,


changed,


...

}

NgENB-ID ::= CHOICE {


macroNgENB-ID


BIT STRING (SIZE(20)),


shortMacroNgENB-ID 

BIT STRING (SIZE(18)),


longMacroNgENB-ID

BIT STRING (SIZE(21)),


...

}

NGRAN-CGI ::= CHOICE {


nR-CGI


NR-CGI,


eUTRA-CGI

EUTRA-CGI,


...

}

NGRANTraceID ::= OCTET STRING (SIZE(8))

NonDynamic5QIDescriptor ::= SEQUENCE {


fiveQI





FiveQI,


priorityLevelQos


PriorityLevelQos









OPTIONAL,


averagingWindow



AveragingWindow










OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs} }
OPTIONAL,


...

}

NonDynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NotAllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC
NotificationCause ::= ENUMERATED {


fulfilled,

not-fulfilled,

...

}

NotificationControl ::= ENUMERATED {


notification-enabled,


...

}

NRCellIdentity ::= BIT STRING (SIZE(36))

NR-CGI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


nRCellIdentity

NRCellIdentity,


iE-Extensions

ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,


...

}

NR-CGI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NR-CGIList ::= SEQUENCE (SIZE(1..maxnoofCellsingNB)) OF NR-CGI

NR-CGIListForWarning ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF NR-CGI

NrencryptionAlgorithms ::= BIT STRING (SIZE(16, ...))

NrintegrityProtectionAlgorithms ::= BIT STRING (SIZE(16, ...))

NRPPa-PDU ::= OCTET STRING
NumberOfBroadcasts ::= INTEGER (0..65535)

NumberOfBroadcastsRequested ::= INTEGER (0..65535)
-- O
-- P
PacketDelayBudget ::= INTEGER (0..63)
-- This IE may need to be refined
PacketErrorRate ::= INTEGER (0..63)

-- This IE may need to be refined
PacketLossRate ::= INTEGER (0..1000)
PagingAttemptInformation ::= SEQUENCE {


pagingAttemptCount




PagingAttemptCount,


intendedNumberOfPagingAttempts

IntendedNumberOfPagingAttempts,


nextPagingAreaScope




NextPagingAreaScope








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PagingAttemptInformation-ExtIEs} }
OPTIONAL,


...
}

PagingAttemptInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PagingAttemptCount ::= INTEGER (1..16, ...)
PagingDRX ::= INTEGER (0..63)

-- This IE may need to be refined
PagingOrigin ::= ENUMERATED {

non-3gpp,

...

}
PagingPriority ::= ENUMERATED {


priolevel1,


priolevel2,


priolevel3,


priolevel4,


priolevel5,


priolevel6,


priolevel7,


priolevel8,


...

}

PathSwitchRequestAcknowledgeTransfer ::= SEQUENCE {


uL-NGU-UP-TNLInformation

UPTransportLayerInformation,


securityIndication



SecurityIndication












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestAcknowledgeTransfer-ExtIEs} }
OPTIONAL,


...
}

PathSwitchRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PathSwitchRequestTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


userPlaneSecurityInformation

UserPlaneSecurityInformation





OPTIONAL,

qosFlowAcceptedList




QosFlowAcceptedList,

iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }
OPTIONAL,


...
}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PathSwitchRequestUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
PathSwitchRequestUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionID ::= INTEGER (0..255)


PDUSessionItem ::= SEQUENCE {


pDUSessionID

PDUSessionID,


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionItem-ExtIEs} } OPTIONAL,


...

}

PDUSessionItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceInformationList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceInformationItem
PDUSessionResourceInformationItem ::= SEQUENCE {


pDUSessionID




PDUSessionID,


qosFlowInformationList


QosFlowInformationList,


dRBsToQosFlowsMappingList

DRBsToQosFlowsMappingList









OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceInformationItem-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceModifyConfirmTransfer ::= SEQUENCE {


qosFlowModifyConfirmList

QosFlowModifyConfirmList,

qosFlowFailedToModifyList

QosFlowList















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyConfirmTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceModifyConfirmTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceModifyRequestTransfer ::= SEQUENCE {


pDUSessionAggregateMaximumBitRate

BitRate














OPTIONAL,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation









OPTIONAL,


qosFlowAddOrModifyRequestList


QosFlowAddOrModifyRequestList








OPTIONAL,

qosFlowToReleaseList




QosFlowList













OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyRequestTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceModifyRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}


PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation











OPTIONAL,


qosFlowAddOrModifyResponseList

QosFlowAddOrModifyResponseList










OPTIONAL,

qosFlowFailedToAddOrModifyList

QosFlowList















OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceModifyIndicationTransfer ::= SEQUENCE {


dL-UP-TNLInformation

UP-TNLInformation















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceModifyIndicationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceModifyUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceNotifyTransfer ::= SEQUENCE {


qosFlowNotifyList

QosFlowNotifyList













OPTIONAL,

qosFlowReleasedList

QosFlowList















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceNotifyTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceNotifyReleasedTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyReleasedTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceNotifyReleasedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceReleaseCommandTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleaseCommandTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceReleaseCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {


pDUSessionAggregateMaximumBitRate

BitRate,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation,


additionalUL-NGU-UP-TNLInformation

UPTransportLayerInformation









OPTIONAL,


dataForwardingNotPossible



DataForwardingNotPossible









OPTIONAL,


pDUSessionType






PDUSessionType,


securityIndication





SecurityIndication











OPTIONAL,


qosFlowSetupRequestList




QosFlowSetupRequestList,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupRequestTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceSetupRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceSetupResponseTransfer ::= SEQUENCE {



securityResult




SecurityResult














OPTIONAL,

tNLtoQosFlowMapping



TNLtoQosFlowMapping,

additionalTNLtoQosFlowMapping
TNLtoQosFlowMapping












OPTIONAL,


qosFlowFailedToSetupList

QosFlowList















OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupResponseTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceSetupUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceSubjectToHandover ::= OCTET STRING

-- This IE may need to be refined

PDUSessionType ::= ENUMERATED {


ipv4,


ipv6,


ipv4v6,


ethernet,


unstructured,


...

}

PeriodicRegistrationUpdateTimer ::= INTEGER (0..63)

-- This IE may need to be refined
PLMNIdentity ::= OCTET STRING (SIZE(3)) 

PLMNSupportList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF PLMNSupportItem

PLMNSupportItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


sliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {PLMNSupportItem-ExtIEs} } OPTIONAL,


...

}

PLMNSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PortNumber ::= OCTET STRING (SIZE(2))

PPI ::= INTEGER (1..8, ...)

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevelARP ::= INTEGER (1..15)

PriorityLevelQos ::= INTEGER (1..127)

-- This IE may need to be refined
PWSFailedCellIDList ::= CHOICE {


eUTRA-CGI-PWSFailedList

EUTRA-CGIList,


nR-CGI-PWSFailedList

NR-CGIList,


...

}

-- Q

QosCharacteristics ::= CHOICE {


nonDynamic5QI

NonDynamic5QIDescriptor,


dynamic5QI


Dynamic5QIDescriptor,


...

}

QosFlowAcceptedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAcceptedItem

QosFlowAcceptedItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,


iE-Extensions

ProtocolExtensionContainer { {QosFlowAcceptedItem-ExtIEs} } OPTIONAL,


...

}

QosFlowAcceptedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowAddOrModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyRequestItem
QosFlowAddOrModifyRequestItem ::= SEQUENCE {


qosFlowIndicator



QosFlowIndicator,

qosFlowLevelQosParameters

QosFlowLevelQosParameters








OPTIONAL,

-- presence may need to be refined


e-RAB-ID





E-RAB-ID












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowAddOrModifyRequestItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowAddOrModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowAddOrModifyResponseList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyResponseItem
QosFlowAddOrModifyResponseItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

iE-Extensions

ProtocolExtensionContainer { {QosFlowAddOrModifyResponseItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowAddOrModifyResponseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowIndicator ::= INTEGER (0..63, ...)

QosFlowInformationList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowInformationItem
QosFlowInformationItem ::= SEQUENCE {


qosFlowIndicator
QosFlowIndicator,


dLForwarding

DLForwarding












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowInformationItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowLevelQosParameters ::= SEQUENCE {


qosCharacteristics




QosCharacteristics,


allocationAndRetentionPriority

AllocationAndRetentionPriority,


gBR-QosInformation




GBR-QosInformation








OPTIONAL,


reflectiveQosAttribute



ReflectiveQosAttribute







OPTIONAL,


additionalQosFlowInformation

AdditionalQosFlowInformation





OPTIONAL,


pPI








PPI












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowLevelQosParameters-ExtIEs} }
OPTIONAL,


...

}

QosFlowLevelQosParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowItem

QosFlowItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,


cause




Cause,


iE-Extensions

ProtocolExtensionContainer { {QosFlowItem-ExtIEs} } OPTIONAL,


...

}

QosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowMappingList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowMappingItem

QosFlowMappingItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,


iE-Extensions

ProtocolExtensionContainer { {QosFlowMappingItem-ExtIEs} } OPTIONAL,


...

}

QosFlowMappingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowModifyConfirmList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowModifyConfirmItem
QosFlowModifyConfirmItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

iE-Extensions

ProtocolExtensionContainer { {QosFlowModifyConfirmItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowModifyConfirmItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowNotifyList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowNotifyItem
QosFlowNotifyItem ::= SEQUENCE {


qosFlowIndicator


QosFlowIndicator,

notificationCause


NotificationCause,


iE-Extensions

ProtocolExtensionContainer { {QosFlowNotifyItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupRequestItem
QosFlowSetupRequestItem ::= SEQUENCE {


qosFlowIndicator



QosFlowIndicator,

qosFlowLevelQosParameters

QosFlowLevelQosParameters,

e-RAB-ID





E-RAB-ID










OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowSetupRequestItem-ExtIEs} } OPTIONAL,


...

}

QosFlowSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

QosFlowSetupResponseListHOReqAck ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupResponseItemHOReqAck
QosFlowSetupResponseItemHOReqAck ::= SEQUENCE {


qosFlowIndicator


QosFlowIndicator,

dataForwardingAccepted

DataForwardingAccepted











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowSetupResponseItemHOReqAck-ExtIEs} }
OPTIONAL,


...

}

QosFlowSetupResponseItemHOReqAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowSetupResponseListSURes ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupResponseItemSURes
QosFlowSetupResponseItemSURes ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

iE-Extensions

ProtocolExtensionContainer { {QosFlowSetupResponseItemSURes-ExtIEs} } OPTIONAL,


...

}

QosFlowSetupResponseItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowToBeForwardedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowToBeForwardedItem
QosFlowToBeForwardedItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

iE-Extensions

ProtocolExtensionContainer { {QosFlowToBeForwardedItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowToBeForwardedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- R

RANNodeName ::= PrintableString (SIZE(1..150, ...))

RANPagingPriority ::= INTEGER (1..256)

RANStatusTransfer-TransparentContainer ::= OCTET STRING

 -- This IE may need to be refined
RAN-UE-NGAP-ID ::= INTEGER (0..4294967295)

RATRestrictions ::= SEQUENCE (SIZE(0..maxnoofEPLMNsPlusOne)) OF RATRestrictions-Item

RATRestrictions-Item ::= SEQUENCE {


pLMNIdentity




PLMNIdentity,


rATRestrictionInformation

RATRestrictionInformation,

iE-Extensions

ProtocolExtensionContainer { {RATRestrictions-Item-ExtIEs} }

OPTIONAL,


...

}
RATRestrictions-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
RATRestrictionInformation ::= BIT STRING (SIZE(8, ...))

RecommendedCellsForPaging ::= SEQUENCE {


recommendedCellList


RecommendedCellList,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellsForPaging-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellsForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedCellList ::= SEQUENCE (SIZE(1..maxnoofRecommendedCells)) OF RecommendedCellItem

RecommendedCellItem ::= SEQUENCE {


nGRAN-CGI



NGRAN-CGI,


timeStayedInCell

INTEGER (0..4095)

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellItem-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

ReflectiveQosAttribute ::= ENUMERATED {


subject-to,


...

}

ReferenceID ::= INTEGER (1..64, ...)
RelativeAMFCapacity ::= INTEGER (0..255)
ReportArea ::= ENUMERATED {


cell,


...

}

RepetitionPeriod ::= INTEGER (0..131071)
RoutingID ::= OCTET STRING

RRCContainer ::= OCTET STRING

RRCEstablishmentCause ::= OCTET STRING

-- This IE may need to be refined

RRCInactiveAssistanceInformation ::= SEQUENCE {


uEIdentityIndexValue



UEIdentityIndexValue,


uESpecificDRX





UESpecificDRX,

periodicRegistrationUpdateTimer

PeriodicRegistrationUpdateTimer,

mICOModeIndication




MICOModeIndication,


tAIList







TAIList,


iE-Extensions

ProtocolExtensionContainer { {RRCInactiveAssistanceInformation-ExtIEs} } OPTIONAL,


...

}

RRCInactiveAssistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

-- S

SD ::= OCTET STRING (SIZE(3))

SecurityContext ::= SEQUENCE {

nextHopChainingCount

NextHopChainingCount,


nextHopNH




SecurityKey,


iE-Extensions

ProtocolExtensionContainer { {SecurityContext-ExtIEs} }
OPTIONAL,


...
}

SecurityContext-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecurityIndication ::= SEQUENCE {


integrityProtectionIndication


IntegrityProtectionIndication,


confidentialityProtectionIndication

ConfidentialityProtectionIndication,


iE-Extensions

ProtocolExtensionContainer { {SecurityIndication-ExtIEs} }
OPTIONAL,


...

}

SecurityIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecurityKey
::= BIT STRING (SIZE(256))

SecurityResult ::= SEQUENCE {


integrityProtectionResult


IntegrityProtectionResult,


confidentialityProtectionResult

ConfidentialityProtectionResult,


iE-Extensions

ProtocolExtensionContainer { {SecurityResult-ExtIEs} }
OPTIONAL,


...

}

SecurityResult-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SerialNumber ::= BIT STRING (SIZE(16))

ServedGUAMIList ::= SEQUENCE (SIZE(1..maxnoofServedGUAMIs)) OF ServedGUAMIItem

ServedGUAMIItem ::= SEQUENCE {


gUAMI



GUAMI,


backupAMFName

AMFName












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {ServedGUAMIItem-ExtIEs} }
OPTIONAL,


...

}

ServedGUAMIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
ServiceAreaInformation ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ServiceAreaInformation-Item

ServiceAreaInformation-Item ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


allowedTACs


AllowedTACs















OPTIONAL,

notAllowedTACs

NotAllowedTACs














OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {ServiceAreaInformation-Item-ExtIEs} }

OPTIONAL,


...

}

ServiceAreaInformation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SingleTNLInformation ::= SEQUENCE {


uPTransportLayerInformation

UPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {SingleTNLInformation-ExtIEs} }
OPTIONAL,


...

}

SingleTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SliceSupportList ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {SliceSupportItem-ExtIEs} }
OPTIONAL,


...

}

SliceSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

S-NSSAI ::= SEQUENCE {


sST 



SST,


sD




SD,


iE-Extensions

ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }
OPTIONAL,


...

}

S-NSSAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SONConfigurationTransfer ::= SEQUENCE {


targetRANNodeID



TargetRANNodeID,


sourceRANNodeID



SourceRANNodeID,


sONInformation



SONInformation,


xnTNLConfigurationInfo

XnTNLConfigurationInfo,


iE-Extensions

ProtocolExtensionContainer { {SONConfigurationTransfer-ExtIEs} }
OPTIONAL,

...

}

SONConfigurationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SONInformation ::= CHOICE {


sONInformationRequest

SONInformationRequest,


sONInformationReply


SONInformationReply,


...

}

SONInformationReply ::= SEQUENCE {


xnTNLConfigurationInfo

XnTNLConfigurationInfo









OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {SONInformationReply-ExtIEs} }
OPTIONAL,


...

}

SONInformationReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SONInformationRequest ::= ENUMERATED { 


xn-TNL-configuration-info,


...
}
SourceNGRANNode-ToTargetNGRANNode-TransparentContainer ::= SEQUENCE {


rRCContainer






RRCContainer,


pDUSessionResourceInformationList

PDUSessionResourceInformationList












OPTIONAL,


e-RABInformationList




E-RABInformationList















OPTIONAL,


targetCell-ID






NGRAN-CGI,

indexToRFSP







IndexToRFSP


















OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs} }
OPTIONAL,


...

}
SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SourceRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {SourceRANNodeID-ExtIEs} } OPTIONAL,


...

}

SourceRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SourceToTarget-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the source RAN node to the target RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.
SST ::= OCTET STRING (SIZE(1))

SupportedTAList ::= SEQUENCE (SIZE(1..maxnoofTACs)) OF SupportedTAItem

SupportedTAItem ::= SEQUENCE {


tAC








TAC,


broadcastPLMNList

BroadcastPLMNList,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAItem-ExtIEs} } OPTIONAL,


...

}

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
-- T

TAC ::= OCTET STRING (SIZE(3))

TAI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


tAC




TAC,


iE-Extensions

ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastEUTRA-Item

TAIBroadcastEUTRA-Item ::= SEQUENCE {


tAI







TAI,


completedCellsInTAI-EUTRA

CompletedCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastNR-Item

TAIBroadcastNR-Item ::= SEQUENCE {


tAI






TAI,


completedCellsInTAI-NR

CompletedCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastNR-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledEUTRA-Item

TAICancelledEUTRA-Item ::= SEQUENCE {


tAI







TAI,


cancelledCellsInTAI-EUTRA

CancelledCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledNR-Item

TAICancelledNR-Item ::= SEQUENCE {


tAI






TAI,


cancelledCellsInTAI-NR

CancelledCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledNR-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIList ::= SEQUENCE (SIZE(1..maxnoofTAIs)) OF TAIItem

TAIItem ::= SEQUENCE {


tAI




TAI,


iE-Extensions

ProtocolExtensionContainer { {TAIItem-ExtIEs} } OPTIONAL,


...

}

TAIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofTAIforRestart)) OF TAI

TAIListForWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TargeteNB-ID ::= SEQUENCE {


globalENB-ID

GlobalNgENB-ID,


selected-EPS-TAI
EPS-TAI,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetID ::= CHOICE {


targetRANNodeID

TargetRANNodeID,


targeteNB-ID

TargeteNB-ID,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer ::= SEQUENCE {


rRCContainer

RRCContainer,


iE-Extensions

ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,


...

}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

TimerApproachForGUAMIRemoval ::= ENUMERATED { 


apply-timer,


...

}
TimeStamp ::= OCTET STRING (SIZE(4))
TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TNLAssociationList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLAssociationItem

TNLAssociationItem ::= SEQUENCE {


tNLAssociationAddress

CPTransportLayerInformation,

cause





Cause,

iE-Extensions

ProtocolExtensionContainer { {TNLAssociationItem-ExtIEs} } OPTIONAL,


...

}

TNLAssociationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TNLAssociationUsage ::= ENUMERATED { 


ue,


non-ue,


both,


...

}
TNLAssociationWeightFactor ::= INTEGER (0..255)

TNLInformationList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivities)) OF TNLInformationItem

TNLInformationItem ::= SEQUENCE {

tNLtoQosFlowMapping



TNLtoQosFlowMapping,



iE-Extensions

ProtocolExtensionContainer { {TNLInformationItem-ExtIEs} }
OPTIONAL,


...

}

TNLInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TNLtoQosFlowMapping ::= SEQUENCE {


uPTransportLayerInformation

UPTransportLayerInformation,

associatedQosFlowList


AssociatedQosFlowList,

iE-Extensions

ProtocolExtensionContainer { { TNLtoQosFlowMapping-ExtIEs} }
OPTIONAL,


...

}

TNLtoQosFlowMapping-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TraceActivation ::= SEQUENCE {


nGRANTraceID





NGRANTraceID,


interfacesToTrace




InterfacesToTrace,
traceDepth






TraceDepth,

traceCollectionEntityIPAddress

TransportLayerAddress,


iE-Extensions

ProtocolExtensionContainer { {TraceActivation-ExtIEs} }
OPTIONAL,


...

}

TraceActivation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


minimumWithoutVendorSpecificExtension,


mediumWithoutVendorSpecificExtension,


maximumWithoutVendorSpecificExtension,

...

}
TransportLayerAddress ::= BIT STRING (SIZE(1..160, ...))

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
-- U

[Unchanged text skipped]
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0
id-AMFStatusIndication





ProcedureCode ::= 1
id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5
id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6
id-DownlinkRANStatusTransfer



ProcedureCode ::= 7
id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8
id-ErrorIndication






ProcedureCode ::= 9
id-HandoverCancel






ProcedureCode ::= 10
id-HandoverNotification





ProcedureCode ::= 11
id-HandoverPreparation





ProcedureCode ::= 12
id-HandoverResourceAllocation



ProcedureCode ::= 13
id-InitialContextSetup





ProcedureCode ::= 14
id-InitialUEMessage






ProcedureCode ::= 15
id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18
id-NASNonDeliveryIndication




ProcedureCode ::= 19
id-NGReset








ProcedureCode ::= 20
id-NGSetup








ProcedureCode ::= 21
id-Paging








ProcedureCode ::= 22
id-PathSwitchRequest





ProcedureCode ::= 23
id-PDUSessionResourceModify




ProcedureCode ::= 24
id-PDUSessionResourceModifyIndication

ProcedureCode ::= 25
id-PDUSessionResourceRelease



ProcedureCode ::= 26
id-PDUSessionResourceSetup




ProcedureCode ::= 27
id-PDUSessionResourceNotify




ProcedureCode ::= 28
id-PrivateMessage






ProcedureCode ::= 29
id-PWSCancel







ProcedureCode ::= 30
id-PWSFailureIndication





ProcedureCode ::= 31
id-PWSRestartIndication





ProcedureCode ::= 32
id-RANConfigurationUpdate




ProcedureCode ::= 33
id-RerouteNASRequest





ProcedureCode ::= 34
id-TraceFailureIndication




ProcedureCode ::= 35
id-TraceStart







ProcedureCode ::= 36

id-UECapabilityInfoIndication



ProcedureCode ::= 37
id-UEContextModification




ProcedureCode ::= 38
id-UEContextRelease






ProcedureCode ::= 39
id-UEContextReleaseRequest




ProcedureCode ::= 40

id-UERadioCapabilityCheck




ProcedureCode ::= 41
id-UETNLABindingRelease





ProcedureCode ::= 42
id-UplinkNASTransport





ProcedureCode ::= 43
id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 44
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 45
id-UplinkRANStatusTransfer




ProcedureCode ::= 46
id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 47
id-WriteReplaceWarning





ProcedureCode ::= 48
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCellIDforWarning



INTEGER ::= 65535

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256

maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256

maxnoofForbTACs





INTEGER ::= 4096

maxnoofMultiConnectivities


INTEGER ::= 8

maxnoofNGConnectionsToReset


INTEGER ::= 8192

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIs






INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 2

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 16
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0

id-AMFName 











ProtocolIE-ID ::= 1

id-AMFSetID











ProtocolIE-ID ::= 2


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 3


id-AMF-TNLAssociationSetupItem






ProtocolIE-ID ::= 4

id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddItem






ProtocolIE-ID ::= 6

id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToRemoveItem





ProtocolIE-ID ::= 8


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 9


id-AMF-TNLAssociationToUpdateItem





ProtocolIE-ID ::= 10


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 11

id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 12


id-AssistanceDataForPaging







ProtocolIE-ID ::= 13

id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 14

id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 15

id-CancelAllWarningMessages







ProtocolIE-ID ::= 16

id-Cause











ProtocolIE-ID ::= 17

id-CellIDListForRestart








ProtocolIE-ID ::= 18

id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 19

id-CriticalityDiagnostics







ProtocolIE-ID ::= 20

id-DataCodingScheme









ProtocolIE-ID ::= 21


id-DefaultPagingDRX









ProtocolIE-ID ::= 22

id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 23

id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 24

id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 25

id-EUTRA-CGI










ProtocolIE-ID ::= 26


id-FiveG-S-TMSI










ProtocolIE-ID ::= 27

id-GlobalRANNodeID









ProtocolIE-ID ::= 28

id-GUAMI











ProtocolIE-ID ::= 29

id-HandoverType










ProtocolIE-ID ::= 30

id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 31


id-IndexToRFSP










ProtocolIE-ID ::= 32

id-InfoOnRecommendedCellsAndRANNodesForPaging 


ProtocolIE-ID ::= 33

id-KamfChangeInd









ProtocolIE-ID ::= 34

id-LocationReportingRequestType






ProtocolIE-ID ::= 35

id-MaskedIMEISV










ProtocolIE-ID ::= 36

id-MessageIdentifier








ProtocolIE-ID ::= 37

id-MobilityRestrictionList







ProtocolIE-ID ::= 38


id-NASC












ProtocolIE-ID ::= 39


id-NAS-PDU











ProtocolIE-ID ::= 40

id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 41

id-NGAP-Message










ProtocolIE-ID ::= 42

id-NGRAN-CGI










ProtocolIE-ID ::= 43

id-NGRANTraceID










ProtocolIE-ID ::= 44

id-NR-CGI











ProtocolIE-ID ::= 45

id-NRPPa-PDU










ProtocolIE-ID ::= 46

id-NumberOfBroadcastsRequested






ProtocolIE-ID ::= 47


id-OldAMF











ProtocolIE-ID ::= 48


id-PagingDRX










ProtocolIE-ID ::= 49


id-PagingOrigin










ProtocolIE-ID ::= 50


id-PagingPriority









ProtocolIE-ID ::= 51

id-PDUSessionResourceAdmittedItem





ProtocolIE-ID ::= 52


id-PDUSessionResourceAdmittedList





ProtocolIE-ID ::= 53


id-PDUSessionResourceFailedToModifyListModRes


ProtocolIE-ID ::= 54

id-PDUSessionResourceFailedToSetupListSURes



ProtocolIE-ID ::= 55

id-PDUSessionResourceItemHORqd






ProtocolIE-ID ::= 56

id-PDUSessionResourceListHORqd






ProtocolIE-ID ::= 57

id-PDUSessionResourceModifyItemModCfm




ProtocolIE-ID ::= 58

id-PDUSessionResourceModifyItemModInd




ProtocolIE-ID ::= 59

id-PDUSessionResourceModifyItemModReq




ProtocolIE-ID ::= 60

id-PDUSessionResourceModifyItemModRes




ProtocolIE-ID ::= 61

id-PDUSessionResourceModifyListModCfm




ProtocolIE-ID ::= 62

id-PDUSessionResourceModifyListModInd




ProtocolIE-ID ::= 63

id-PDUSessionResourceModifyListModReq




ProtocolIE-ID ::= 64

id-PDUSessionResourceModifyListModRes




ProtocolIE-ID ::= 65

id-PDUSessionResourceNotifyItem






ProtocolIE-ID ::= 66

id-PDUSessionResourceNotifyList






ProtocolIE-ID ::= 67

id-PDUSessionResourceReleasedListNot





ProtocolIE-ID ::= 68

id-PDUSessionResourceSetupItemCxtReq




ProtocolIE-ID ::= 69

id-PDUSessionResourceSetupItemCxtRes




ProtocolIE-ID ::= 70

id-PDUSessionResourceSetupItemHOReq





ProtocolIE-ID ::= 71

id-PDUSessionResourceSetupItemSUReq





ProtocolIE-ID ::= 72

id-PDUSessionResourceSetupItemSURes





ProtocolIE-ID ::= 73

id-PDUSessionResourceSetupListCxtReq




ProtocolIE-ID ::= 74

id-PDUSessionResourceSetupListCxtRes




ProtocolIE-ID ::= 75

id-PDUSessionResourceSetupListHOReq





ProtocolIE-ID ::= 76

id-PDUSessionResourceSetupListSUReq





ProtocolIE-ID ::= 77

id-PDUSessionResourceSetupListSURes





ProtocolIE-ID ::= 78

id-PDUSessionResourceSubjectToForwardingItem


ProtocolIE-ID ::= 79

id-PDUSessionResourceSubjectToForwardingList


ProtocolIE-ID ::= 80

id-PDUSessionResourceToBeSwitchedDLItem




ProtocolIE-ID ::= 81


id-PDUSessionResourceToBeSwitchedDLList




ProtocolIE-ID ::= 82

id-PDUSessionResourceToBeSwitchedULItem




ProtocolIE-ID ::= 83


id-PDUSessionResourceToBeSwitchedULList




ProtocolIE-ID ::= 84

id-PDUSessionResourceToReleaseListRelCmd




ProtocolIE-ID ::= 85

id-PLMNSupportList









ProtocolIE-ID ::= 86

id-PWSFailedCellIDList








ProtocolIE-ID ::= 87

id-RANNodeName










ProtocolIE-ID ::= 88

id-RANPagingPriority








ProtocolIE-ID ::= 89


id-RANStatusTransfer-TransparentContainer



ProtocolIE-ID ::= 90

id-RAN-UE-NGAP-ID









ProtocolIE-ID ::= 91

id-RelativeAMFCapacity








ProtocolIE-ID ::= 92

id-RepetitionPeriod









ProtocolIE-ID ::= 93

id-ResetType










ProtocolIE-ID ::= 94

id-RoutingID










ProtocolIE-ID ::= 95


id-RRCEstablishmentCause







ProtocolIE-ID ::= 96

id-RRCInactiveAssistanceInformation





ProtocolIE-ID ::= 97


id-SecurityContext









ProtocolIE-ID ::= 98


id-SecurityKey










ProtocolIE-ID ::= 99

id-SerialNumber










ProtocolIE-ID ::= 100


id-ServedGUAMIList









ProtocolIE-ID ::= 101

id-SliceSupportList









ProtocolIE-ID ::= 102

id-SONConfigurationTransferDL






ProtocolIE-ID ::= 103

id-SONConfigurationTransferUL






ProtocolIE-ID ::= 104

id-SourceAMF-UE-NGAP-ID








ProtocolIE-ID ::= 105


id-SourceToTarget-TransparentContainer




ProtocolIE-ID ::= 106


id-SupportedTAList









ProtocolIE-ID ::= 107

id-TAI












ProtocolIE-ID ::= 108


id-TAIItem











ProtocolIE-ID ::= 109


id-TAIList











ProtocolIE-ID ::= 110

id-TAIListForRestart








ProtocolIE-ID ::= 111

id-TargetID











ProtocolIE-ID ::= 112

id-TargetToSource-TransparentContainer




ProtocolIE-ID ::= 113

id-TimeStamp










ProtocolIE-ID ::= 114


id-TimeToWait










ProtocolIE-ID ::= 115

id-TraceActivation









ProtocolIE-ID ::= 116

id-TraceCollectionEntityIPAddress





ProtocolIE-ID ::= 117

id-UEAggregateMaximumBitRate






ProtocolIE-ID ::= 118

id-UE-associatedLogicalNG-ConnectionItem



ProtocolIE-ID ::= 119

id-UE-associatedLogicalNG-ConnectionListResAck


ProtocolIE-ID ::= 120

id-UEContextRequest









ProtocolIE-ID ::= 121


id-UEIdentityIndexValue








ProtocolIE-ID ::= 122

id-UE-NGAP-IDs










ProtocolIE-ID ::= 123


id-UEPagingIdentity









ProtocolIE-ID ::= 124

id-UEPresenceInAreaOfInterestList





ProtocolIE-ID ::= 125

id-UERadioCapability








ProtocolIE-ID ::= 126


id-UERadioCapabilityForPaging






ProtocolIE-ID ::= 127

id-UESecurityCapabilities







ProtocolIE-ID ::= 128


id-UnavailableGUAMIList








ProtocolIE-ID ::= 129

id-UserLocationInformation







ProtocolIE-ID ::= 130

id-WarningAreaList









ProtocolIE-ID ::= 131

id-WarningMessageContents







ProtocolIE-ID ::= 132

id-WarningSecurityInfo








ProtocolIE-ID ::= 133

id-WarningType










ProtocolIE-ID ::= 134

id-PDUSessionResourceFailedToModifyItemModRes


ProtocolIE-ID ::= z1

id-PDUSessionResourceFailedToSetupItemCxtRes



ProtocolIE-ID ::= z2

id-PDUSessionResourceFailedToSetupItemHOAck



ProtocolIE-ID ::= z3

id-PDUSessionResourceFailedToSetupItemPSReq



ProtocolIE-ID ::= z4

id-PDUSessionResourceFailedToSetupItemSURes



ProtocolIE-ID ::= z5

id-PDUSessionResourceFailedToSetupListCxtRes



ProtocolIE-ID ::= z6

id-PDUSessionResourceFailedToSetupListHOAck



ProtocolIE-ID ::= z7

id-PDUSessionResourceFailedToSetupListPSReq



ProtocolIE-ID ::= z8

id-PDUSessionResourceReleasedItemNot





ProtocolIE-ID ::= z9

id-PDUSessionResourceReleasedItemPSAck




ProtocolIE-ID ::= z10

id-PDUSessionResourceReleasedListPSAck




ProtocolIE-ID ::= z11

id-PDUSessionResourceToReleaseItemHOCmd




ProtocolIE-ID ::= z12

id-PDUSessionResourceToReleaseItemRelCmd




ProtocolIE-ID ::= z13

id-PDUSessionResourceToReleaseListHOCmd




ProtocolIE-ID ::= z14
END

End of Text Proposal for TS 38.413
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