
3GPP TSG-RAN WG3 #NR AdHoc 1807
R3-183803
Montreal, Canada, 2-6 July 2018 
Source:
CATT
Title:
TP for 38.300 Correction to RAN Paging
Agenda Item:
31.3.4
Document for:
Discussion and Decision
1. Introduction
As has been discussed in R3-183802, how to use the Assistance Data for Paging IE is not mentioned in TS 38.300 currently. To guarantee the consistence between the RAN specs, it’s suggested to add some stage 2 description there.
Proposal 5: Add some texts in 38.300 on how to use Assistance Data for Paging.

In this contribution, we will provide the stage 2 TP for 38.300 to reflect above changes aim to finalize the discussion for RAN paging.
2. Text Proposal for TS 38.300 (v15.2.0)
<<<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>>>>>>>>
x.y
Optimising signalling load and resource usage for paging

x.y.z
Paging optimisation for UEs in RRC_INACTIVE

Paging Attempt Information within Assistance Data for RAN Paging consists of a Paging Attempt Count and the Intended Number of Paging Attempts and may include the Next Paging Area Scope. If Paging Attempt Information is included in the RAN Paging message, each paged NG-RAN node receives the same information except RAN Paging Area during a paging attempt. The Paging Attempt Count shall be increased by one at each new paging attempt. The Next Paging Area Scope, when present, indicates whether the serving NG_RAN node plans to modify the RAN Paging Area currently selected at next paging attempt. If the UE leaves RRC_INACTIVE state the Paging Attempt Count is reset.
<<<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>>>>>>>>>
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