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9.3.1.11
Transmission Stop Indicator

This IE indicates the gNB-DU to stop the data transmission for the UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transmission Stop Indicator
	M
	
	ENUMERATED
(true, restart,…)
	


<Unchanged text omitted>
-- T

FiveGS-TAC ::= OCTET STRING (SIZE(3))

Configured-EPS-TAC ::= OCTET STRING (SIZE(2))

TDD-Info ::= SEQUENCE {


nRFreqInfo






NRFreqInfo,


transmission-Bandwidth


Transmission-Bandwidth,


iE-Extensions



ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,


...

}

TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}
TNLAssociationUsage ::= ENUMERATED {


ue,


non-ue,


both, 

...

}

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))

TransactionID



::= INTEGER (0..255, ...)

Transmission-Bandwidth ::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { { Transmission-Bandwidth-ExtIEs} } OPTIONAL,


...

}

Transmission-Bandwidth-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
TransmissionStopIndicator ::= ENUMERATED {true, restart,...}
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U
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