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8.6.1.2
Successful Operation
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Figure 8.6.1.2-1: System Information Delivery procedure. Successful operation.
The gNB-CU initiates the procedure by sending a SYSTEM INFORMATION DELIVERY COMMAND message to the gNB-DU. 

Upon reception of the SYSTEM INFORMATION DELIVERY COMMAND message, the gNB-DU shall broadcast the requested Other SI, and delete the UE contexs of the one indicated in the IE Confirmed UE ID if any.
<unchanged text omitted>
9.2.5.1
SYSTEM INFORMATION DELIVERY COMMAND

This message is sent by the gNB-CU and is used to enable the gNB-DU to broadcast the requested other SI.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SIType List
	M
	
	9.3.1.62
	
	
	

	Confirmed UE ID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	YES
	reject


<unchanged text omitted>
9.3.1.62 SIType List

This IE is used by gNB-CU to provide SI list of other SI for gNB-DU.  

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI type item IEs
	
	1.. <maxnoofSITypes>
	
	

	>SI Type
	M
	
	ENUMERATED(siType1, siType2, siType3, siType4, siType5, …)
	


	Range bound
	Explanation

	maxnoofSITypes
	Maximum no. of SI types, the maximum value is 32.


<unchanged text omitted>

PagingCell-Item, 

SItype-List,

UEIdentityIndexValue,
<unchanged text omitted>

id-PagingPriority,
id-SItype-List,

id-UEIdentityIndexValue,
<unchanged text omitted>

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-NRCGI



CRITICALITY reject
TYPE NRCGI




PRESENCE mandatory
}|


{ ID id-SItype-List


CRITICALITY reject
TYPE SItype-List



PRESENCE mandatory
}|


{ ID id-ConfirmedUEID 

CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID

PRESENCE mandatory
},


...

}

<unchanged text omitted>

IMPORTS

id-DRB-Information,


id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,


maxnoofDLUPTNLInformation,


maxnoofNrCellBands,

maxnoofULUPTNLInformation,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSITypes,


maxCellineNB
<unchanged text omitted>

SIB1-message ::= OCTET STRING

SItype ::= ENUMERATED {


Sitype1,sitype2, sitype3, sitype4, sitype5, 

...

}

SItype-List ::= SEQUENCE (SIZE(1.. maxnoofSITypes)) OF SItype-Item

SItype-Item ::= SEQUENCE {


sItype

SItype
,


iE-Extensions
ProtocolExtensionContainer { { SItype-ItemExtIEs } }
OPTIONAL

}

SItype-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

<unchanged text omitted>

maxnoofSITypes






INTEGER ::= 32
End of the next change
