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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31)
	
	
	

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	
	

	>>Candidate SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	
	

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	
	

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>PDCP SN length
	M
	
	ENUMERATED(bits12,bits18,…)
	
	
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	-

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	9.3.1.63
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	
	

	>>UL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>> UL Configuration
	O
	
	UL Configuraiton  

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of  UL PDCP duplication 
	
	

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.


<Unchanged Text Omitted>

9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	Ignore

	ServCellIndex
	M
	
	INTEGER (0..31)
	
	
	

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Stop Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the RRCConnectionReconfiguration message as defined in TS 38.331 [8].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	
	

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>PDCP SN length
	M
	
	ENUMERATED(bits12,bits18,…)
	
	
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	-

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	9.3.1.63
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	
	

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of  UL PDCP duplication
	
	

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>PDCP SN length
	O
	
	ENUMERATED(bits12,bits18,…)
	
	
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	-

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	9.3.1.63
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	
	

	>> UL UP TNL Information to be setup List 
	
	0..1
	
	
	
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.


<Unchanged Text Omitted>


NRCGI,


NRPCI,

PDCPSNLength,

Potential-SpCell-Item,

RAT-FrequencyPriorityInformation,

ResourceCoordinationTransferContainer,
<Unchanged Text Omitted>

DRBs-ToBeSetup-Item ::= SEQUENCE
{


dRBID





DRBID,

pDCPSNLength



PDCPSNLength,

qoSInformation



QoSInformation,

uLUPTNLInformation-ToBeSetup-List
ULUPTNLInformation-ToBeSetup-List
, 

rLCMode





RLCMode, 

uLConfiguration



ULConfiguration
OPTIONAL,

duplicationActivation

DuplicationActivation
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { DRBs-ToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}
DRBs-ToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

DRBs-ToBeSetupMod-Item
::= SEQUENCE {


dRBID





DRBID,

pDCPSNLength




PDCPSNLength

OPTIONAL,

qoSInformation



QoSInformation,

uLUPTNLInformation-ToBeSetup-List

ULUPTNLInformation-ToBeSetup-List,


rLCMode





RLCMode, 


uLConfiguration



ULConfiguration
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { DRBs-ToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

<Unchanged Text Omitted>
PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...}
PDCPSNLength
::= ENUMERATED {bits12,bits18,...}
PLMN-Identity ::= OCTET STRING (SIZE(3))

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
