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1. Overall Description:
RAN3 has discussed principles for intra-5G system Handover and inter-system handover between EPS and 5GS and would like to inform SA2 on agreements made:

1. Data forwarding between RAN nodes takes place

· for intra-5GS mobility, for user traffic for a QoS flow, either via a per-DRB or via a per-PDU Session forwarding tunnel. 

· for inter-system mobility, via a per E-RAB forwarding tunnel
Note, that at EPS to 5GS handover, user traffic is forwarded from the S-GW to the source eNB via the UPF to the target NG-RAN node in per E-RAB forwarding tunnels. The UPF would need to insert the NG-U header (i.e. the QFI) into the user data packets.
2. No QoS flow specific end marker packets are necessary; for intra-5GS mobility, in case more than one forwarding tunnel is established, the source node replicates end marker packets into each forwarding tunnel.
Please find attached the agreed draft CR for TS 38.300
2. Actions:

To SA2 group.

ACTION: 
RAN3 kind asks SA2 to acknowledge the agreements made in RAN3 and update their specification accordingly, if necessary
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 NR AH Meeting
2nd – 6th July 2018, Montreal, Canada

TSG-RAN WG3 Meeting #101
20th – 24th August 2018, Gothenburg, Sweden
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