
3GPP TSG-RAN WG3 NR AH 18-07
R3-184160
Busan, Korea, 21st – 25th May
Agenda Item:
31.3.4
Source:
Ericsson
Title:
Support of keeping the DL UP termination point on the RAN-CN interface at handover – for 38.423
Document for:
TP for BL CR for 38.423
1
Introduction

This TP follows discussions on central UP entity in R3-184149.
2
Text Proposal for TS 38.423 
<<<<<<<<<<<<<<<<<<<< Start of changes >>>>>>>>>>>>>>>>>>>>
9.2.1.1
PDU Session Resources To Be Setup List

This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Setup Item IEs
	
	1 ..  <maxnoof PDU sessions >
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	M
	
	OCTET STRING
	This IE may need to be refined.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	>>Source DL NG-U TNL Information  
	O
	
	UP Transport Layer Information 9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	-
	

	>>Security Indication
	O
	
	9.2.3.52
	 
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>DL data Forwarding
	O
	
	9.2.3.34
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>Source DRB to QoS Flow Mapping List
	O
	
	DRB to QoS Flow Mapping List 

9.2.1.15
	
	–
	


<<<<<<<<<<<<<<<<<<<< Next changes >>>>>>>>>>>>>>>>>>>>
9.2.1.2
PDU Session Resources Admitted List
This IE contains PDU session resource related information to report success of the establishment of PDU session resources.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources Admitted List
	
	1
	
	
	–
	

	>PDU Session Resources Admitted Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>DL NG-U TNL Information Unchanged
	O
	
	ENUMERATED (True, …)
	Indicates the NG-U tunnels that have been kept unchanged at the target NG-RAN node
	–
	

	>>QoS Flows Admitted List
	
	0..1
	
	
	–
	

	>>>QoS Flows Admitted Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator
	M
	
	9.2.3.10
	
	
	

	>>>>Data Forwarding Accepted
	O
	
	9.2.3.35
	
	–
	

	>>QoS Flows not Admitted List
	
	0..1
	
	
	–
	

	>>>QoS Flows not Admitted Item IEs
	O
	1..<maxnoofQoSFlows>
	
	
	EACH
	Reject

	>>>>QoS Flow Indicator
	M
	
	9.2.3.10
	
	–
	

	>>>>Cause
	M
	
	9.2.3.2
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	


<<<<<<<<<<<<<<<<<<<< Next changes >>>>>>>>>>>>>>>>>>>>
PDUSessionResourcesToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions))OF ProtocolIE-Single-Container { {PDUSessionResourcesToBeSetup-ItemIEs} }

PDUSessionResourcesToBeSetup-ItemIEs 
XNAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourcesToBeSetup-Item
 CRITICALITY reject 
TYPE PDUSessionResourcesToBeSetup-Item 
PRESENCE mandatory },


...

}

PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {


pduSessionId




PDUSession-ID,


s-NSSAI






S-NSSAI,

pduSessionAMBR




OCTET STRING, -- This IE may need to be refined

uL-NG-U-TNLatUPF



UPTransportLayerInformation,

source-DL-NG-U-TNL-Information  UPTransportLayerInformation














OPTIONAL,

securityIndication



SecurityIndication
















OPTIONAL,


pduSessionType




PDUSessionType,


qosFlowsToBeSetup-List


QoSFlowsToBeSetup-List,


sourceDRBtoQoSFlowMapping

DRBToQoSFlowMapping-List














OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 
OPTIONAL,


...

}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
<<<<<<<<<<<<<<<<<<<< Next changes >>>>>>>>>>>>>>>>>>>>
PDUSessionResourceAdmittedInfo ::= SEQUENCE {


dL-NG-U-TNL-Information-Unchanged
ENUMERATED {true, ...}





OPTIONAL,

qosFlowsAdmitted-List


QoSFlowsAdmitted-List






OPTIONAL,


qosFlowsNotAdmitted-List

QoSFlowsNotAdmitted-List





OPTIONAL,


dataForwardingInfoFromTarget
DataForwardingInfoFromTargetNGRANnode


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {PDUSessionResourceAdmittedResponseTransferItem-ExtIEs} } OPTIONAL,


...

}

PDUSessionResourceAdmittedResponseTransferItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
