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1 Introduction
During Xn handover, at least one QoS flow should be allowed by target NG RAN node. It is proposed to change the presence of QoS Flow Admitted List IE as mandatory in the PDU Session Resource Admitted List IE.
Proposal 1 It is proposed to change the presence of QoS Flow Admitted List IE as mandatory in the PDU Session Resource Admitted List IE.
2 Text Proposal 
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.1.2
PDU Session Resources Admitted List

This IE contains PDU session resource related information to report success of the establishment of PDU session resources.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources Admitted List
	
	1
	
	
	–
	

	>PDU Session Resources Admitted Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>QoS Flows Admitted List
	
	1
	
	
	–
	

	>>>QoS Flows Admitted Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator
	M
	
	9.2.3.10
	
	
	

	>>>>Data Forwarding Accepted
	O
	
	9.2.3.35
	
	–
	

	>>QoS Flows not Admitted List
	
	0..1
	
	
	–
	

	>>>QoS Flows not Admitted Item IEs
	O
	1..<maxnoofQoSFlows>
	
	
	EACH
	Reject

	>>>>QoS Flow Indicator
	M
	
	9.2.3.10
	
	–
	

	>>>>Cause
	M
	
	9.2.3.2
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


<Unchange Text Omitted>
9.3.5
Information Element definitions

-- P

PacketDelayBudget ::= INTEGER (0..63)

PacketErrorRate ::= INTEGER (0..63)

PacketLossRate ::= INTEGER (0..1000)

PagingDRX
::= INTEGER (0..63) -- This IE may need to be refined

PDUSessionResourcesAdmitted-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions))OF ProtocolIE-Single-Container { {PDUSessionResourcesAdmitted-ItemIEs} }

PDUSessionResourcesAdmitted-ItemIEs 
XNAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourcesAdmitted-Item
 CRITICALITY reject 
TYPE PDUSessionResourcesAdmitted-Item 
PRESENCE mandatory },


...

}

PDUSessionResourcesAdmitted-Item ::= SEQUENCE {


pduSessionId





PDUSession-ID,


pduSessionResourceAdmittedInfo

PDUSessionResourceAdmittedInfo













,


iE-Extensions





ProtocolExtensionContainer { {PDUSessionResourcesAdmitted-Item-ExtIEs} } 
OPTIONAL,


...

}

PDUSessionResourcesAdmitted-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceAdmittedInfo ::= SEQUENCE {


qosFlowsAdmitted-List


QoSFlowsAdmitted-List,


qosFlowsNotAdmitted-List

QoSFlowsNotAdmitted-List





OPTIONAL,


dataForwardingInfoFromTarget
DataForwardingInfoFromTargetNGRANnode


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {PDUSessionResourceAdmittedResponseTransferItem-ExtIEs} } OPTIONAL,


...

}

}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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