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1 Summary
This is related to the CB :
CB: # 5_UE_HistoryInfo

-  Discuss between Alt3 and Alt4

- Exchange NR CGI also when staying in the same cell? Seems to make Alt4 less desirable

- Check details

After discussion with some companies, the alt4-full solution (initially R3-183779-S1, R3-183780-X2, R3-183781-NG, R3-183782-Xn)) seems acceptable with the following clarification in 38.413 (R3-183781-NG), yellow highlights. The associated TP is uploaded in the dedicated folder. Please let me know if you see any issue on the document related to alt4.

The rational of this clarification is related to the change introduced in the cell definition last meeting thanks to RAN2.  A UE can be reconfigured to change the SSB, i.e cell in same gNB without any move… That’s why we characterized her the change of “physical” cell related to mobility and HO that the UE History is subject to solve.

1.1.1.1 9.3.1.XX         Last Visited NG-RAN Cell Information

The Last Visited NG-RAN Cell Information contains information about a cell.
In case of NR cell, the Last Visited NG-RAN Cell Information contains information about a set of NR cells with the same NR ARFCN for reference point A, the Global Cell ID IE identifies one of the NR cells in the set.

The information is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	NG-RAN CGI

9.3.1.73
	
	-
	

	Cell Type
	M
	
	9.3.1.YY
	
	-
	

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in seconds. If the duration is more than 4095s, this IE is set to 4095.
	-
	

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in 1/10 seconds. If the duration is more than 4095s, this IE is set to 40950.
	-
	-


Proposal for agreement: 

Agreed the following TP:

R3-183779; (TP for NR BL CR for TS 36.413) NG-RAN UE History Information introduction (Huawei)

· No change

R3-183780, (TP for NR BL CR for TS 36.423) NG-RAN UE History Information introduction (Huawei)

· No change

R3-183781, (TP for NR BL CR for TS 38.413) NG-RAN UE History Information introduction (Huawei)

·  Rev in R3-184329
R3-183782, (TP for NR BL CR for TS 38.423): NG-RAN UE History Information introduction (Huawei)

· No change
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