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1.1.1 PHYSICAL CHANNEL RECONFIGURATION REQUEST
1.1.1.1 FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




RL Information

1



    RL ID
M




    DL Code Information

1 ..

<maxnoofDLCodes>



        DL Scrambling Code 
M




        FDD DL Channelisation Code Number
M




Range bound
Explanation

MaxnoofDLcodes
Maximum number of DL codes for one UE

1.1.1.2 TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




RL Information

1



   RL ID
M




   UL CCTrCH Information

1 to <no CCTrCH>



   CCTrCH ID
M




       UL DPCH Information

1 to <MaxnoofDPCH>



            DPCH ID
M




           TDD Channelization Code
O




          Burst Type
O




          Midamble Shift
O




          Time Slot
O




          DPCH Offset
O




          Repetition Period
O




          Repetition Length
O




          TFCI Presence
O




   DL CCTrCH Information

1 to <no CCTrCH>



   CCTrCH ID
M




       DL DPCH Information

1 to <MaxnoofDPCH>



          DPCH ID
M




          TDD Channelization Code 
O




          Burst Type
O




          Midamble Shift
O




          Time Slot
O




          DPCH Offset
O




          Repetition Period
O




          Repetition Length
O




          TFCI Presence
O




Range bound
Explanation

MaxnoofDPCH
Maximum no. of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

1.1.2 PHYSICAL CHANNEL RECONFIGURATION COMMAND

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




CFN
M




1.1.3 PHYSICAL CHANNEL RECONFIGURATION FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




Cause
M




