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X.Y
DEDICATED MEASUREMENT INITIATION REQUEST
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IE Type and Reference
Semantics Description

Message Type
M
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M




Measurement Id
M




Dedicated Measurement Object Type
M




CHOICE Dedicated Measurement Object Type





  “RL” 





      RL Information

1..<maxnoofRLs>



        RL-id
M




Dedicated Measurement Type
M




Measurement Characteristics
M




Report Characteristics
M




Range
Explanation

MaxnoofRLs
Maximum number of individual RL’s a measurement can be started on.

X.Y
DEDICATED MEASUREMENT INITIATION RESPONSE
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Transaction Id
M


Are both transaction id and Measurement id needed ?

Measurement Id
M




CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with

  “RL” 





      RL Information

1..<maxnoofRLs>



        RL-id
M




        Dedicated Measurement Value
M




   “ALLRL”





        Dedicated Measurement Value
M




CFN
O


Dedicated Measurement Time Reference

Range
Explanation

MaxnoofRLs
Maximum number of individual RL’s the measurement can be started on.
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DEDICATED MEASUREMENT INITIATION FAILURE
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DEDICATED MEASUREMENT REPORT
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CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with

  “RL” 





      RL Information

1..<maxnoofRLs>



        RL-id
M




        Dedicated Measurement Value
M




   “ALLRL”





        Dedicated Measurement Value
M




CFN
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Dedicated Measurement Time Reference

Range
Explanation

MaxnoofRLs
Maximum number of individual RL’s the measurement can be started on.
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