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1.1.1 NNEIGHBOURING CELL MEASUREMENT REQUEST [TDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




Measurement Type
M




UC-ID
M


ID of the Measuring Cell

UC-ID
O


ID of the Measured Cell

Cell Parameter
C - IfSCH


of the Measured Cell

PSCH & PCCPCH Time Slot  (k)
C - IfSCH


of the Measured Cell

Condition
Explanation

 IfSCH
This IE is only present if value of Measure Type “Synchronisation Channel” and if UC-ID of the measured cell is present.

1.1.2  NEIGHBOURING CELL MEASUREMENT RESPONSE [TDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




 Measured Cell Info

1



     UC-ID
M


ID of the Measured Cell

     Chip Offset 
M


Measured Chip Offset

1.1.3 NEIGHBOURING CELL MEASUREMENT FAILURE [TDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




Cause
M




1.1.3.1 Measure Type

This parameter indicates which kind of measurement will be performed on the measured cell.

Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

Measurement Type


ENUMERATED (SCH, SyncRACHAccess)


