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MESSAGE DESCRIPTION

9.1.32 SYSTEM INFORMATION UPDATE REQUEST
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




UC-ID
M




MIB Segment Information 

0..

maxMIBSEG



MIB SG REP
M

IB SG REP


MIB SG POS
M

IB SG POS


MIB SG
M

IB SG
Segment which is part of a Master Information Block.

SIB Segment Information 

0..

maxSIB SEG



SIB SG REP
M

IB SG REP


SIB SG POS
M

IB SG POS


SIB SG
M

IB SG
Segment which is part of a System Information Block.

Range bound
Explanation

1..maxMIBSEG
Maximum number of MIB segments supported in a physical channel scheduling cycle

1..maxSIBSEG
Maximum number of SIB segments supported in a physical channel scheduling cycle

9.1.33  SYSTEM INFORMATION UPDATE RESPONSE
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




9.1.34  SYSTEM INFORMATION UPDATE FAILURE
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




Cause
M




IE DESCRIPTION

9.2.1.30 IB_SG

Segment which is part of an Information Block.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

IB SG


Bit String
Contents defined in ref:25.331.

9.2.1.31  IB_SG_POS

First position of an Information Block segment in the SFN cycle (IB_SG_POS < IB_SG_REP)

IE/Group Name
Presence
Range
IE type and reference
Semantics description

IB SG POS


Integer (0..212-1)


9.2.1.32  IB_SG_REP

Repetition distance for an Information Block segment. The segment shall be transmitted when SFN mod IB_SG_REP = IB_SG_POS.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

IB SG REP


INTEGER (16, 32, 64, 128, 256, 512, 1024,2048)
Repetition period for the IB segment in frames
















