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1. Message contents

9.1.10 BLOCK RESOURCE REQUEST
Information Element
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




UC-ID
M




Blocking Priority Indicator
M




Shutdown Timer
C-BlockNormal




Condition
Explanation

BlockNormal
The information element is present when the Blocking Priority Indicator IE indicates ‘Normal Priority’.

9.1.11 BLOCK RESOURCE RESPONSE
Information Element
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




9.1.12 BLOCK RESOURCE FAILURE
Information Element
Presence
Range
IE type and reference
Semantics description

Message Discriminator
M




Message Type
M




Transaction ID
M




Cause
M




2. Missing IE References

9.2.1.37

Blocking Priority Indicator

The priority indicator shall indicate the immediacy with which a resource should be blocked from use.  The following priority classes shall be supported in the priority indicator.

Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

Blocking Priority Indicator


Enumerated(High, Normal, Low)
High priority: Block resource immediately.

Normal priority: Block resource when idle or upon timer expiry.

Low priority: Block resource when idle.


9.2.1.45

 Shutdown Timer

The shutdown timer shall indicate the length of time available to the CRNC to perform the block of a resource when a Normal priority block is requested. 
Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

Shutdown Timer


INTEGER(1..120)
1=30secs

2=60 secs

…

120=1 hour

1(1)
2(1)

