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Abstract


This contribution proposes new subclause 8.2 ”Path Type parameter” in TR 25.934 “QoS optimization” showing place where Change request is needed in order to indicate the possible utilization of Path Type parameter in Establish Request message for prioritization at ATM level. And one addition to Table 1 “Place where Change request is given (Q.2630.2)”.

1. Introduction


Path Type parameter shall be included in Establish Request message in order to utilize prioritization at ATM level, at least, when there is an AAL2 switching function in the transport network layer of Iub, Iur, or Iu.
2. Discussion


Subclauses below have descriptions indicating the possible utilization of Link Characteristic parameter in Establish Request message for CAC:

5.2.2.1
“AAL2 Signalling Protocol (Q.2630.2)”
of TS 25.414

6.2
“Transport Signalling”

of TS 25.424 

6.1
“ALCAP “


of TS 25.426

6.2
“Transport Signalling “

of TS 25.434

The above subclauses are appropriate places also to indicate the possible utilization of Path Type parameter in Establish Request message for prioritization at ATM level.


And one addition to Table 1 “Place where Change request is given (Q.2630.2)”, section 7.8.1 text step 10 has a reference to Q.2360.1 which must be an error of Q.2630.1.

3. Conclusion and Proposal

This contribution proposes new subclause 8.2 ”Path Type parameter” in TR 25.934 “QoS optimization” showing place where Change request is needed in order to indicate the possible utilization of Path Type parameter in Establish Request message for prioritization at ATM level. And one addition to Table 1 “Place where Change request is given (Q.2630.2)”. Proposed new subclause 8.2 in Annex of this contribution and one addition to Table 1 “Place where Change request is given (Q.2630.2)” should be reflected to next version of TR 25.934.

Annex of this contribution

8.1
Q.2630.1[5] to Q.2630.2[6]
Table 1 shows place where Change request is needed in order to refer to Q.2630.2[6].

Table 1: Place where Change request is given (Q.2630.2[6])

3G TS/TR
Title
Clause/Subclause
Number of point(s)
Remarks

3G TS 25.410 
UTRAN Iu interface: general aspects and principles
4.5.2.1,

6.2 Figure 6.1
Subtotal: 2


3G TS 25.414 
UTRAN Iu interface: data transport & transport signalling
Contents - 5.2.2.1,

2 [10],

5.2.1 Figure 2, 5.2.2.1
Subtotal: 5


3G TS 25.420 
UTRAN Iur interface: general aspects and principles
8 Figure 4
Subtotal: 1


3G TS 25.424 
UTRAN Iur interface: data transport & transport signalling for common transport channel data streams
2 [4],

6.2
Subtotal: 2


3G TS 25.426 
UTRAN Iur and Iub interfaces: data transport & transport signalling for DCH data streams
2 [5],

6.1,

7.2 Figure 2,

8.2 Figure 3
Subtotal: 5


3G TS 25.430 
UTRAN Iub interface: general aspects and principles
7 Figure 7
Subtotal: 1


3G TS 25.434 
UTRAN Iub interface: data transport & transport signalling for common transport channel data streams
2 [3],

6.2,

7.2,

7.2 Figure 2
Subtotal: 5


3G TR 25.931 
UTRAN functions, examples on signalling procedures
Contents - 4.6.1,

4.6,

4.6.1,

4.6.1 Figure 2,

7.8.1 text step 10
Subtotal: 6


8.2
Path Type parameter
Table 2 shows place where Change request is needed in order to indicate the possible utilisation of Path Type parameter in Establish Request message for prioritisation at ATM level.

Table 2: Place where Change request is given (Path Type parameter)

3G TS/TR
Title
Clause/Subclause
Number of point(s)
Remarks

3G TS 25.414 
UTRAN Iu interface: data transport & transport signalling
5.2.2.1
Subtotal: 1


3G TS 25.424 
UTRAN Iur interface: data transport & transport signalling for common transport channel data streams
6.2
Subtotal: 1


3G TS 25.426 
UTRAN Iur and Iub interfaces: data transport & transport signalling for DCH data streams
6.1
Subtotal: 1


3G TS 25.434 
UTRAN Iub interface: data transport & transport signalling for common transport channel data streams
6.2
Subtotal: 1
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