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1
Introduction

This contribution provides TP for the TR 38.801 based on the discussion in R3-170116. 

2.
Text Proposal for TR 38.801

Beginning of Text Proposal

11.1.2.2
Option 2 (PDCP/RLC split)
Option 2-1 Split U-plane only (3C like split)
Description:  In this split option, RRC, PDCP are in the central unit. RLC, MAC, physical layer and RF are in the distributed unit.  
Benefits and Justification: This option will allow traffic aggregation from NR and E-UTRA transmission points to be centralized.  Additionally, it can facilitate the management of traffic load between NR and E-UTRA transmission points. The alignment between LTE-NR tight interworking and functional split may be beneficial at least in user-plane, considering migration.
Option 2-2: In this split option, RRC, PDCP are in the central unit. RLC, MAC, physical layer and RF are in the distributed unit.  In addition, this option can be achieved by separating the RRC and PDCP for the CP stack and the PDCP for the UP stack into different central entities.
Benefits and Justification: 

-
This option will allow traffic aggregation from NR and E-UTRA transmission points to be centralized. Additionally, it can facilitate the management of traffic load between NR and E-UTRA transmission points.
-
This option enables centralization of the PDCP layer, which may be predominantly affected by UP process and may scale with UP traffic load.
-
This option allows a separate U-plane while having a centralised RRC/RRM.
Cons

-
Coordination of security configurations between different PDCP instances for Option 2-2 needs to be ensured.
End of Text Proposal

