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Introduction

Based on the discussion in the R3-170143, this contribution provides the text proposal for the PDU session management procedure.
---------------------------------------------------Start of Change---------------------------------------------------
10.2.3.3
Session Release
The NG Session Release is initiated by the NG CP over the NG-C interface in order to release the PDU Session and the context for the PDU session in the gNB. 
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Figure 10.2.3-3: PDU Session Release over NG

-
At step 1 the NG CP initiates the PDU Session Release procedure containing the identifier of the session to be released.
-
At step 2 the gNB releases the context and triggers the associated reconfiguration towards the UE
-
At step 3 the gNB indicates to the NG CP the successful completion of the PDU Session Release.
NOTE 1:
The above describted procedure applies to both eLTE eNB and gNB.


10.2.3.x RAN initiated PDU Session Modification Indication
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Figure 10.2.3-x: PDU Session Modification Indication over NG

Step1. gNB may decides to release PDU session or send notification to inform NG CP the QoS targets are no longer fulfilled.
Step2. gNB initiates the PDU Session Modification Indication procedure containing the identifier of the session /flow to be release or notification per flow.

Step3.  In case the flow notification is sent in the step2, the NG CP initiates the PDU Session Modification procedure containing the identifier of the session to be modified and the session parameters to be modified (e.g. QoS information).
Step4. gNB indicates to the NG CP the successful completion of the PDU Session Modification.
--------------------------------------------------End of Change-----------------------------------------------------
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Step 3: PDU Session Release Complete
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4. PDU session modification response 
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