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START OF CHANGES
7.2.4
NG Interface Procedures

To support the functions listed in Section 7.2.3 the NG interface should support the following procedures. The procedures are classified in different categories.

Interface management procedures:
-
NG Setup: To establish an NG interface between the New RAN and NGC nodes
-
Configuration Updates from New RAN and NGC nodes: To update configuration of the interface from the New RAN or NGC (FFS)
-
NG Reset: To reset the NG interface
-
Error Indication: To report detected errors in one incoming message
UE Context Management Procedures:

-
Initial Context Setup: To establish the initial UE context both in New RAN and in NGC, and to convey available UE radio capability information
-
UE Context Release: To remove UE context information
-
UE Context Modification: To modify an already established UE context (FFS)
UE Mobility Management Procedures:

-
Handover Preparation: Needed to prepare resource allocation from the source RAN to the NGC for a UE handing over (FFS)
-
Handover Resource Allocation: Needed to reserve resources at the target RAN for a UE handing over (FFS)
-
Path Switch Request: Needed to request the switch of a UP connection to a different UP GW at the NGC (FFS)
-
Handover Cancel: Needed to cancel an ongoing handover preparation or an already prepared handover (FFS)
-
Handover Notification: Needed to indicate to the NGC that handover has been successfully completed (FFS)
Transport of NAS Messages Procedures:
-
Initial UE Message: To transport the first NAS PDU sent when no UE signaling connection is established from the UE to the NGC (FFS)
-
DL NAS Transport: To transport NAS PDUs in DL
-
UL NAS Transport: To transport NAS PDUs in UL
-
Non Delivery NAS Indication: To indicate that the New RAN node did not deliver a NAS PDU to the UE (FFS)
-
NAS Rerouting: In order to route a NAS request to a different CN node (FFS)
Paging Procedures:
-
Paging: To provide a paging instruction from the NGC to the New RAN
PDU Session Management Procedures:
-
PDU Session Setup: Needed to establish a PDU Session and assign resources to it according to the QoS and other configuration parameters assigned to the flow(s) configured within the session
-
PDU Session Modify: Needed to modify a previously configured PDU session, related QoS flows and respective New RAN resources

-
PDU Session Release: Needed to release a previously configured PDU Session and related New RAN resources

-
PDU Session Modification Indication: Needed to switch a PDU Session from one termination point at the New RAN to a different termination point. (FFS) 

UE Radio Capability Handling Procedures:
-
UE Radio Capability Match: Enables the gNB to derive and provide an indication to the NGC whether the UE radio capabilities are compatible with the network configuration for voice continuity
-
UE Capability Info Indication: Enables the gNB to provide UE capability-related information to the NGC
NEXT CHANGE
7.2.4.1.2
UE Context Management Procedures

Initial Context Setup
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Figure 7.2.4.1.2-1: Example of Initial Context Setup procedure

This procedure is used to establish a context at the New RAN for a given UE. In this procedure, UE context related information held in the NGC are signalled to the New RAN. UE radio capability information available in the NGC may also be signaled.
UE Context Release
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Figure 7.2.4.1.2-2: Example of UE Context Release Request procedure
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Figure 7.2.4.1.2-3: Example of UE Context Release procedure

This procedure consists of two sequences of messages: one initiated by the New RAN and requesting the NGC to initiate a UE context release; the other initiated directly by the NGC.

This procedure is used to remove an already established UE context at any time.
NEXT CHANGE
7.2.4.1.x (new)
UE Radio Capability Handling Procedures
UE Radio Capability Match
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Figure 7.2.4.1.x-1: Example of UE Radio Capability Match procedure

This procedure enables the gNB to derive and provide an indication to the NGC whether the UE radio capabilities are compatible with the network configuration for voice continuity. 

UE Capability Info Indication
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Figure 7.2.4.1.x-2: Example of UE Capability Info Indication procedure

This procedure enables the gNB to provide UE capability-related information to the NGC.
END OF CHANGES
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