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20.2.2.7
X2 Setup procedure

The purpose of the X2 Setup procedure is to exchange application level data needed for two eNBs or and eNB and gNB to interoperate correctly over the X2 interface.
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X2 - AP:  X2 SETUP   RESPONSE  

X2 - AP:  X2 SETUP   FAILURE  


Figure 20.2.2.7-1: X2 Setup procedure
///////////////////////////////////////////////////////////////////////////////  Next  ///////////////////////////////////////////////////////////////////////////////////

20.2.2.10
Resource Status Reporting Initiation procedure

The Resource Status Reporting Initiation procedure is used by an eNB or gNB to request measurements from another eNB or a gNB.
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Figure 20.2.2.10-1: Resource Status Reporting Initiation procedure

20.2.2.11
Resource Status Reporting procedure

The Resource Status Reporting procedure reports measurement results requested by another eNB or gNB.
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Figure 20.2.2.11-1: Resource Status Reporting procedure

///////////////////////////////////////////////////////////////////////////////  Next  ///////////////////////////////////////////////////////////////////////////////////

20.2.2.5
Error Indication procedure

The Error Indication procedure is initiated by an eNB or gNB to signal to a peer eNB or gNB an error situation in a received message, provided it cannot be reported by an appropriate failure message.
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X2 - AP:  ERROR INDICATION  
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Figure 20.2.2.5-1: Error Indication procedure
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