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1	Introduction
At the last RAN3 #96 meeting, a baseline CR for the stage-3 has been endorsed. It enables very basic functionality for the EN-DC, but does not allow proper resources management for SCG split bearers. In this paper, we discuss the need to add the missing QoS information.
2	Discussion
QoS for SCG Split bearer
In case of the MCG split bearer, the MeNB decides on the split of the traffic and therefore proposes appropriate QoS level to the SgNB. This behavious is based on the LTe DC. In case of the SCG split, the decision shall be made at the SgNB. Therefore, in the Addition Request, the MeNB shall provide the complete QoS profile, as received from the MME. It may be considered, if it should also indicate the QoS level acceptable at the MeNB, but we believe it brings little benefit, while complicating the signalling. However, in the Addition Request Acknowledgement, the SgNB shall contain the QoS level for the MCG leg, so that the MeNB is not forced to keep resources allocated for possibly all the user traffic. The same applies to the modification signalling, if the SCG split bearers may be requested to be modified. When the Addition procedure is used for the SgNB-initiated SgNB change, the MeNB shall also provide the full QoS profile, so that the target SgNB can decided on the split on its own.
E-RABs to be modified
In LTE DC, the SeNB had the right to request removal of a bearer. However, with the EN-DC, the SgNB may be the node to control bearers. It is therefore necessary to enable it to modify the established SCG split bearer, e.g. change the QoS allocated to the MeNB route.
3	Proposals
Based on the above consideration, we propose:
1) To add the QoS profile for the MSC leg to the SGNB ADDITION REQUEST ACKNOWLEDGE.
2) To add E-RABs to modify to the SGNB MODIFICATION REQUIRED.
The proposals are reflected in separate TPs, one to the baseline stage-3 CR for X2 [1] and the other to the draft XnAP specification [2].
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